
STATE OF UTAH FORM 3
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING AMENDEDREPORT O
(highlightchanges)

5. MINERALLEASE NO: 6. SURFACE:
APPLICATION FOR PERMIT TO DRILL ML-21835 State

7. IF INDIAN,ALLOTTEEOR TRIBE NAME:
1A.TYPEOFWORK: DRILL REENTER DEEPEN NA

8. UNITor CAVAGREEMENTNAME:
B. TYPE OF WELL: OIL 2 GAS OTHER SINGLE ZONE MULTIPLEZONE / NA

2. NAMEOF OPERATOR: 9. W¾ NAMEand NUMBER:

Newfield Production Company jŠtate 3-36-8-15
3. ADDRESS OF OPERATOR: PHONE NUMBER: "10. FIELDAND POOL, OR WILDCAT:

Route #3 Box 3630 cliv Myton UT 84052 (435) 646-3721 Monument Butte
4. LOCATIONOF WELL (FOOTAGES) / 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,

MERIDjAN:

ATSURFACE: NE/NW 780' FNL 2140' FWL
pg yr NENW 36 8S 15E

AT PROPOSED PRODUCING ZONE:

14. DISTANCE IN MILESAND DIRECTION FROM NEAREST TOWN OR POST OFFICE: / 12. COUNTY: 13. STATE:

Approximately 12.0 miles southwest of Myton, Utah Duchesne
UTAH

15. DISTANCETO NEAREST PROPERTY OR LEASE LINE(FEET) 16. NUMBEROF ACRES INLEASE / 17 N JMBER OF ACRES ASSIGNED TO THIS WELL:

Approx. 780' fllse line, NA' flunit line 640.00 acres 40 acres
18. DISTANCETO NEAREST WELL(DRILLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET)

Approx. 1344' 6,380 #BOO1834
21. ELEVATIONS(SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATE D E WORK WLL START: 23. ESTIMATEDDURATION:

5787' GL TÀ (7) days from SPUD to rig release

24. PROPOSED CASIN ND CEMENTINGPROGRAM

SIZE OF HOLE CASlNG SIZE, GRADE, AND WEIGHT PER FOOT SETTING DE H CEMENT TYPE, QUANTITY,YIELD,ANDSLURRY WEIGHT

12 1/4 8 5/8 J-55 24.0 300 Class G wl2% CaCI 155 sx +/- 1.17 15.8

7 7/8 5 1/2 J-55 15.5 6,380 Lead(Prem Lite II) 275 sx +/- 3.26 11.0

Tail (50/50 Poz) 450 sx +/- 1.24 14.3

25. ATTACHMENTS

VERIFY THE FOLLOWINGARE ATTACHED INACC DANCE WlTH THE UTAHOILAND GAS CONSERVATIONGENERAL RULES:

WELLPLATOR MAP PREPARED BY LI ENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

O EV1DENCEOF DIVISIONOF WATE RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME (PLEASE PRINT) Ma i, rozier TITLE Regulatory Specialist

SlGNATURE DATE

(This space for State use o ly) RECEIVED

API NUMBERA IGNED: APPROVAL:

DIV.OFOlL,GAS&MINING

(11/2001) (See Instructions on Reverse



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/09/2009 API NO. ASSIGNED: 43-013-34232

WELL NAME: STATE 3-36-8-15

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NENW 36 080S 150E Tech Review Initials Date
SURFACE: 0780 FNL 2140 FWL

BOTTOM: 0780 FNL 2140 FWL Engineering

COUNTY: DUCHESNE Geology
LATITUDE: 40.07960 LONGITUDE: -110.18161

UTM SURF EASTINGS:569779 NORTHINGS: 4436703 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-21835 PROPOSED FORMATION: GRRV

SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[] Ind[] Sta[] Fee[]
Unit:

(No. ÉOO Í )
Potash (Y/N) 3/ R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

67 Water Permit R649-3-3. Exception

(No. 43-7478 )
/ Drilling Unit

M RDCC Review (Y/N) ¯¯
Board Cause No:

(Date: ) Eff Date:
LA Fee Surf Agreement (Y/N) Siting:

Ug Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS: C ik,
QM-ÔQ

STIPULATIONS: /



*FED4E 34-
0 8-16 API Number: 4301334232

Well Name: STATE 3-36-8-15

4301334218
TOWBShip 08.0 S Range 15.0 E Section 36

FEDERAL 8-26-8-1( 4301334187 Meridian: SL BM
4301334189 FEDERAL 7-30-8-10

5
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FEDERAL 6-30-8-16

Map Prepared:

34 Map Produced by Diana Mason
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Application for Permit to Drill
Statement of Basis

3/12/2009 Utah Division of Oil, Gas and Mining Page 1

APD No API WellNo Status Well Type Surf Ownr CBM
1315 43-013-34232-00-00 OW S No
Operator NEWFIELD PRODUCTION COMPANY Surface Owner-APD

Well Name STATE 3-36-8-15 Unit
Field MONUMENT BUTTE Type of Work
Location NENW 36 8S 15E S 780 FNL 2140 FWL GPS Coord (UTM) 569779E 4436703N

Geologic Statement of Basis
Newfield proposes to set 300' of surface casing at this location. The base of the moderately saline water at this
location is estimated to be at a depth of 500'. A search of Division of Water Rights records shows no water
wells within a 10,000 foot radius of the center of section 36. The surface formation at this site is the Uinta
Formation. The Uinta Formation is made up of interbedded shales and sandstones. The sandstones are mostly
lenticular and discontinuous and should not be a significant source of useable ground water. The surface casing
should be extended to cover the base of the moderately saline ground water.

Brad Hill 3/12/2009
APD Evaluator Date / Time

Surface Statement of Basis
The general location is approximately 12 road miles southwest of Myton, UT in the upper portion of the
Pleasant Valley Drainage. Wells Draw is approximately 2 miles to the east and the Ute Tribal Indian
Reservation 1 mile to the west. Broad flats with rolling hills characterize the area. Flats are often intersected by
drainages with gentle to moderate side slopes. Flats at lower elevations to the northeast are frequently used for
agriculture. No seeps, springs or streams are known to exist in the immediate area. An occasional pond for
livestock watering occurs. Pleasant Valley Wash drains into the Pariette Draw drainage of Duchesne County.
The lower reaches of both of these draws contain perennial streams somewhat consisting of irrigation runoff and
seepage. Pariette Draw runs into the Green River approximately 6 miles downstream from Ouray, Utah and
about 18 miles down drainage from the area. Access is by State and County and existing or proposed oilfield
development roads to within 810 feet of the site. From this point additional construction will be required.

The proposed State 3-36-8-15 oil well location is in the southwest corner of the normal drilling window, with
the reserve pit on the edge of a rise or knoll with exposed sandstone rock. It is laid out in a southeasterly to
northwesterly direction paralleling a wash immediately to the west. Corner 2 needs to be rounded so as not to
encroach upon this wash with fill. The topsoil stockpile between corners 8 and 1 needs to be relocated or piled
so as not to infringe upon this same wash. Small drainages begin within and intersect the location and will be
filled. No diversions are needed. The proposed site appears to be a suitable location for constructing a pad and
drilling and operating a well and is the best location in the immediate area.

Both the surface and minerals are owned by SITLA. Ed Bonner and Jim Davis of SITLA were invited to the pre-
site evaluation. Neither attended.

Pat Rainbolt and Ben Williams represented the Utah Division of Wildlife Resources. Mr. Rainbolt stated the
area was classified as substantial value antelope habitat but did not recommend any restrictions for this species
No other wildlife should be significantly affected. Mr. Rainbolt gave Mr. Eaton of Newfield Production
Company a copy of his written evaluation and also a UDWR seed mix recommendation to be used when the
reserve pit and location are reclaimed.

Floyd Bartlett 3/4/2009
Onsite Evaluator Date /



Application for Permit to Drill
Statement of Basis

3/12/2009 Utah Division of Oil, Gas and Mining Page 2

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 16 mils with a felt subliner shall be

properly installed and maintained in the reserve pit.
Surface Corner 2 needs to be rounded so the drainage adjacent to the proposed pad will not be

filled. Top soil on west side of location also needs to be located so as not to infringe on
this same drainage.

Surface The reserve pit shall be fenced upon completion of drilling



O SITE PREDRILL EVALUAT
Utah Division of Gil, Gas and Mining

Operator NEWFIELD PRODUCTION COMPANY
Well Name STATE 3-36-8-15

API Number 43-013-34232-0 APD No 1315 Field/Unit MONUMENT BUTTE
Location: 1/4,1/4 NENW Sec 36 Tw 8S Rng 15E 780 FNL 2140 FWL

GPS Coord (UTM) 569785 4436706 Surface Owner

Participants
Floyd Bartlett (DOGM), Tim Eaton and Brian Foote (Newfield Production Company), Ben Williams and Pat Rainbolt
(Utah Division of Wildlife Resources).

Regional/Local Setting & Topography
The general location is approximately 12 road miles southwest of Myton, UT in the upper portion of the Pleasant Valley
Drainage. Wells Draw is approximately 2 miles to the east and the Ute Tribal Indian Reservation 1 mile to the west. Broad
flats with rolling hills characterize the area. Flats are often intersected by drainages with gentle to moderate side slopes.
Flats at lower elevations to the northeast are frequently used for agriculture. No seeps, springs or streams are known to exist
in the immediate area. An occasional pond for livestock watering occurs. Pleasant Valley Wash drains into the Pariette
Draw drainage of Duchesne County. The lower reaches of both of these draws contain perennial streams somewhat
consisting of irrigation runoff and seepage. Pariette Draw runs into the Green River approximately 6 miles downstream
from Ouray, Utah and about 18 miles down drainage from the area. Access is by State and County and existing or
proposed oilfield development roads to within 810 feet of the site. From this point additional construction will be required.

The proposed State 3-36-8-15 oil well location is in the southwest corner of the normal drilling window, with the reserve
pit on the edge of a rise or knoll with exposed sandstone rock. It is laid out in a southeasterly to northwesterly direction
paralleling a wash immediately to the west. Corner 2 needs to be rounded so as not to encroach upon this wash with fill.
The topsoil stockpile between corners 8 and 1 needs to be relocated or piled so as not to infringe upon this same wash.
Small drainages begin within and intersect the location and will be filled. No diversions are needed. The proposed site
appears to be a suitable location for constructing a pad and drilling and operating a well and is the best location in the
immediate area.

Both the surface and minerals are owned by SITLA. Ed Bonner and Jim Davis of SITLA were invited to the pre-site
evaluation. Neither attended.

Pat Rainbolt and Ben Williams represented the Utah Division of Wildlife Resources. Mr. Rainbolt stated the area was
classified as substantial value antelope habitat but did not recommend any restrictions for this species No other wildlife
should be significantly affected. Mr. Rainbolt gave Mr. Eaton of Newfield Production Company a copy of his written
evaluation and also a UDWR seed mix recommendation to be used when the reserve pit and location are reclaimed.

A 50' x 70' x 8' deep reserve pit is planned in an area of cut on the northeast side of the location. A pit liner is required.
Newfield commonly uses a 16-mil liner.

A desert shrub type consisting of blue gramma grass, halogeton, shadscale, greasewood, black sage, broom snakeweed,
needle and thread grass, rabbitbrush, prickly pear, fridge sage, winter fat, curly mesquite grass and spring annuals occupies
the area.

Cattle, prairie dogs, antelope, small mammals and birds.
Shallow shaley sandy loam with some surface rock

Surface Use Plan
Current Surface Use
Grazing
Recreational
Wildlfe Habitat

3/12/2009 Page



O O
New Road

Miles Well Pad Src Const Material Surface Formation
0.08 Width 199 Length 300 Onsite UNTA

Ancillary Facilities N

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
A desert shrub type consisting of blue gramma grass, halogeton, shadscale, greasewood, black sage, broom
snakeweed, needle and thread grass, rabbitbrush, prickly pear, fridge sage, winter fat, curly mesquite grass and spring
annuals occupies the area.

Cattle, prairie dogs, antelope, small mammals and birds.

Soil Type and Characteristics
Shallow shaley sandy loam with some surface rock

Erosion Issues Y
. Corner 2 needs to be rounded so as not to encroach upon this wash with fill. The topsoil stockpile between corners
8 and 1 needs to be relocated or piled so as not to infringe upon this same wash.

Sedimentation Issues N

Site Stability Issues N

Drainage Diverson Required N

Berm Required? N

Erosion Sedimentation Control Required? N

Paleo Survey Run? N Paleo Potental Observed? N Cultural Survey Run? Y Cultural Resources? N

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) 100 to 200 5
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0
Distance to Other Wells (feet) >1320 0
Native Soil Type Mod permeability 10
Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0
Annual Precipitation (inches) <10 0
Affected Populations <10 0
Presence Nearby Utility Conduits Not Present 0

Final Score 20 1 Sensitivity Level

3/12/2009 Page



Characteristics / Requirements

A 50' x 70' x 8' deep reserve pit is planned in an area of cut on the northeast side of the location. A pit liner is
required. Newfield commonly uses a 16-mil liner.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 16 Pit Underlayment Required? Y

Other Observations / Comments

Floyd Bartlett - 3/4/2009
Evaluator Date / Time

3/12/2009 Page



O 43013342320000 State 3-36-8-15
Casing Schemg N

Surface
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O
Well name: 43013342320000 State 3-36-8-15
Operator: Newfield Production Company
String type: Production Project ID:

43-013-34232-0000
Location: Duchesne County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 154 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00 Cement top: 771 ft

Burst
Max anticipated surface

pressure: 1,380 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 2,784 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 5,569 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
1 6380 5.5 15.50 J-55 LT&C 6380 6380 4.825 852.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2784 4040 1.451 2784 4810 1.73 86 217 2.51 J

Prepared Helen Sadik-Macdonald Phone: 810-538-5357 Date: April 15,2009
by: Div of Oil,Gas & Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 6380 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the



O O
Well narne: 43013342320000 State 3-36-8-15
Operator: Newfield Production Company
String type: Surface Project ID:

43-013-34232-0000
Location: Duchesne County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 72 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 185 ft

Burst:
Design factor 1.00 Cement top: 253 ft

Burst
Max anticipated surface

pressure: 440 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 500 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,380 ft
Tension is based on air weight. Next mud weight: 8.400 ppg
Neutral point: 437 ft Next setting BHP: 2,784 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 500 ft
Injection pressure: 500 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 500 8.625 24.00 J-55 ST&C 500 500 7.972 178.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 218 1370 6.279 500 2950 5.90 12 244 20.33 J

Prepared Helen Sadik-Macdonald Phone: 810-538-5357 Date: April 15,2009
by: Div of Oil,Gas & Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 500 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of this design wi/Ibe thatof the



BOPE REVIEW Newfield State 3-36-8-15 API 43-013-34232-0000

INPUT
Well Name Newfield State 3-36-8-15 API 43-013-34232-0000

String 1 String 2
Casing Size (") 8 5/8 5 1/2
Setting Depth (TVD) 500 6380
Previous Shoe Setting Depth (TVD) 0 500
Max Mud Weight (ppg) 8.4 8.4 /
BOPE Proposed (psi) 0 2000
Casing Internal Yield (psi) 2950 4810
Operators Max Anticipated Pressure (psi) 2763 8.3 ppg /

Calculations stringi a sis "
Max BHP [psi) .052*Setting Depth*MW

= 218
BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) [psi] Max BHP-(0.12*Setting Depth) = 158 NO Air drill
MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth) = 108 NO

*Can Full Expected Pressure Be Hej,d At Previous Shoe7
Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth) = 108 NO (2xage (yl f Gee et
Required Casing/BOPE Test Pressure 500 psi
*Max Pressure Allowed @Previous Casing Shoe = 0 psi *Assumes 1psilft frac gradient

Calculations String 2 5 1/2 "
Max BHP [psi] .052*Setting Depth*MW = 2787

BOPE Adequate For Drilling And Setting Casing at Depth?
MASP (Gas) [psi] Max BHP-(0.12*Setting Depth) = 2021 NO .Air.DFÍA---

MASP (GaslMud) [psi) Max BHP-(0.22*Setting Depth) = 1383 YES /*Can ruil Expected Pressure Be Held At Previous Shoe?
Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth) = 1493 NO e.gos« C
Required Casing/BOPE Test Pressure 20()a
*Max Pressure Allowed @Previous Casing Shoe = 500 ¢s *Assumes 1psilft frac



(04/02/2009)Diana Mason - Newfield A vals 1 Page 1

From: Jim Davis
To: Bonner, Ed; Mason, Diana
Date: 4/2/2009 10:49 AM
Subject: Newfield Approvals (14)

CC: Garrison, LaVonne; mcrozier@newfield.com; teaton@newfield.com
The following wells have been approved by SITLAincluding arch and paleo clearance.

Newfield Production's State 5-36-8-15 [API #4301334230]

Newfield Production's State 2-36-8-15 [API #4301334233]

Newfield Production's State 15-36-8-15 [API #4301334221]

Newfield Production's State 14-36-8-15 [API #4301334222]

Newfield Production's State 13-36-8-15 [API#4301334223]

Newfield Production's State 12-36-8-15 [API #4301334224]

Newfield Production's State 11-36-8-15 [API #4301334225]

Newfield Production's State 1-36-8-15 [API #4301334234]

Newfield Production's State 10-36-8-15 [API #4301334226]

Newfield Production's State 9-36-8-15 [API #4301334227]

Newfield Production's State 8-36-8-15 [API #4301334228]

Newfield Production's State 6-36-8-15 [API #4301334229]

Newfield Production's State 3-36-8-15 [API #4301334232]

Newfield Production's State 4-36-8-15 [API#4301334231]

-Jim

Jim Davis
Utah Trust Lands Administration
jimdavis1@utah.gov
Phone: (801)



STATEOFUTAH FORM3
DEPARTMENTOF NATURAL RESOURCES

DMSION OF OIL, GAS AND MiNING AMENDED REPORT O
(highlight changes)

5. MINERAL LEASENO SORFACE:

APPLICATION FOR PERMIT TO DRILL ML-21835 State
7 WINDIANALLOTT"r OR TRIBr i AlviF

1A TYPEOFWORK DRFLL REENTER DEEPEN NA
8. ÙND or CAAGREEMÉNTNAME:

8 TYPE OF WELL: OIL GAS OTHER SINGLE ZONE MULTIPLEZONE NA
2AAME OF OPERATOR: 9 WELLNÄÙE :md NUMBER:

Newfield Production Company State 3-36-8-15
3 ADDRESS OF OPERATOR: PNONE NUMBER: 10 FIELDANDPOOL,OR WILDCAT

Route #3 Box 3630 Myton UT 84052 (435) 646-3721 Monument Butte
LOCATION OF WELL(FOOTAGES) 11 OTRíQTR, SECTION TOWNSHIP RANGE

ATSURFAce: NE/NW 780' FNL 2140' FWL NENW 36 88 15E

DISTANCE N MILESANDDIRECOON ROMNEARESTTOWN OR POST FECE 12 COUNi Y 13 STATE:

Approximately 12.0 miles southwest of Myton, Utah Duchesne
UTAH

15 ÒISTANCETO ÑEÀÀEST PROPÉRTY OR LEASE UNE (FEET) 10 NUÑOGRÓfACRES INLËASE: iT NJMBER OF ACRES ASStGNËDTO TRIS WELL

Approx. 780' f/Ise line, NA' flunit line 640.00 acres 40 acres
ùt oisŸANCú10ÈëAndST ääiÌÖÑÍÙÏiÃÒÒÙÉLÈÌËO ÒÑ à WÑOPÓSEDDEPTH: Ñ 0ÒÑÕÒÉŠCÄlÑÌ\ÒÑ:

APPLIED FOR) ON THIS LEASE(FEET)

Approx. 1344' 6,380 #8001834
2L ELEVATIONS(SHOW WelETHERDF, RT, GR, ETCá: n ÀÙÑR0 ÄTEDÀTEW0AK WILLSTART: 23. ESTIMATEDDURATION:

5787' GL '~Loo (7) days from SPUD to rig release

PROPOSED CASING AND CEMENTING PROGRAWI

SIZE OF MOLE CASING SIZE, GRADE,ANDWEIGHT PER FOOT SETTING DEPTH CEMENTTYPE, QUANTITY,YIELO,ANDSLURRY WElGHT

12 1/4 8 5/8 J-55 24.0 500 Class G wl2% CaCl 155 sx +/- 1.17 15.8

7 7/8 5 1/2 J-55 15.5 6,380 Lead(Prem Lite H) 275 sx +/- 3.26 11.0

Tail (50/50 Poz) 450 sx +/- 1.24 14,3

2m ATTACHMENTS

VERJFYTHE FOLLOWINGARE ATTACHEDIN ACCORDANCEWITHTHE UTAHOILANDGAS CONSERVATIONGENERALRULES:

WELL PLATOR MAPPREPARED BY LICENSEDSURVEYOR OR ENGîNEER COMPLETEDRILLINGPLAN

EVlDENCEOF OlVISiONOF WATERRIGHTS APPROVALFOR USE OF WATER FORM 6. (F OPERATOR lS PERSON OR COMPANYOTHERTHANTHELEASEOWNER

NAME(PLEASEPRINT) TITLE Regulatory Specialist

SIGNATURE DATE
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NEWFIELD PRODUCTIONCOMPANY
STATE 3-36-8-15

NE/NW SECTION36, TSS,R15E
DUCHESNE COUNTY,UTAH

TEN POINT DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formationof Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Umta 0 - 1,630'
Green River 1,630'
Wasatch 6,380'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation (Oil) l,630'-6,380'

Fresh water may be encountered in the Uinta Formation, but would not be expected below about
350'. All water shows and water bearing geologic units shall be reported to the geologic and
engineering staff of theVernal Office prior to running the next string of casing or beforeplugging
orders are requested. All water shows must be reported within one (1) business day after being
encountered,

All usable (<10,000PPM TDS) water and prospectivelyvaluable minerals (as describedby BLM
at onsite) encountered during drilling will be recorded by depth and adequately protected. This
informationshall be reported to the Vernal Office.

Detected water flows shall be sampled,analyzed,and reported to the geologic & engineering staff
of the Vernal Office. The office may requestadditional water samples for furtheranalysis. Usage
of the State of Utah form Report of WaterEncountered is acceptable, but not required.

The following informationis requested for water shows and sampleswhere applicable:

Location & SampledInterval Date Sampled
Flow Rate Temperature
Hardness pH
Water Classification(State of Utah) Dissolved Calcium (Ca) (mg/1)
Dissolved Iron (Fe) (ug/l) Dissolved Sodium (Na) (mg/1)
DissolvedMagnesium(Mg) (mg/l) Dissolved Carbonate (CO2) (mg/1)
DissolvedBicarbonate (NaHCOs)(mg/1) Dissolved Chloride (Cl) (mg/I)
Dissolved Sulfate (804) (mg/1) DissolvedTotal Solids (TDS)(mg/1)

4. PROPOSED CASING PROGRAM:

Surface Casing: 8-5/8" J-55 24# w/ST&Ccollars; set at 500' (New)
Production Casing:5-l/2" J-55, 15.5# w/LT&Ccollars; set at TD (New or used, inspected).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operator's minimumspecificationsfor pressurecontrol equipment are as follows:

RECEIVED
APR03 2009

DIV.0FOIL,GAS&



Ten Point Well Program
Thirteen Point Well Program
Page 2 of 8

An 8" Double Ram Hydraulic unit with a closing unit will be utilized. Function test of BOP's will
be check daily.

Refer to Exhibit C for a diagram of BOP equipment that will be used on this well.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

From surface to ±350 feet will be drilled with an air/mist system. The air rig is equipped with a 6
½" blooie line that is straight run and securely anchored. The blooie line is used with a discharge
less than 100 ft from the wellbore in order to minimize the well pad size. The blooie line is not
equipped with an automatic igniter or continuous pilot light and the compressor is located less
than 100 ft from the well bore due to the low possibility of combustion with the air dust mixture.
The trailer mounted compressor (capacity of 2000 CFM) has a safety shut-off valve which is
located 15 feet from the air rig. A truck with 70 bbls of water is on stand by to be used as kill
fluid, if necessary. From about ±350 feet to TD, a fresh water system will be utilized. Clay
inhibition and hole stability will be achieved with a KCl substitute additive. This additive will be
identified in the APD and reviewed to determine if the reserve pit shall be lined. This fresh water
system will typically contain Total Dissolved Solids (TDS) of less than 3000 PPM. Anticipated
mud weight is 8.4 lbs/gal. If necessary to control formation fluids or pressure, the system will be
weighted with the addition of bentonite gel, and if pressure conditions warrant, with barite.

No chromate additives will be used in the mud system on Federal and/or Indian lands without
prior BLM approval to ensure adequate protection of fresh aquifers.

No chemicals subject to reporting under SARA Title III in an amount equal to or greater than
10,000 pounds will be used, produced, stored, transported, or disposed of annually in association
with the drilling, testing, or completing of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used, produced,
stored, transported, or disposed of in association with the drilling, testing, or completing of this
well.

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion operations.

Newfield Production will visually monitor pit levels and flow from the well during drilling
operations.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

The logging program will consist of a Dual Induction, Gamma Ray and Caliper log from TD to
base of surface casing @300' +/-, and a Compensated Neutron-Formation Density Log from TD
to 3500' +-. A cement bond log will be run from PBTD to cement top. No drill stem testing or
coring is planned for this well.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

No abnormal temperatures or pressures are anticipated. No hydrogen sulfide has been encountered
or is known to exist from previous drilling in the area at this depth. Maximum anticipated
bottomhole pressure will approximately equal total depth in feet multiplied by a 0.433 psi/foot



Ten Point Well Program &
Thirteen Point Well Program
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10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the third quarter of 2009, and take
approximately seven (7) days from spud to rig



Ten Point Well Program &
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NEWFIELD PRODUCTION COMPANY
STATE 3-36-8-15

NE/NW SECTION 36, T8S, Rl5E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT SURFACE PROGRAM

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site State 3-36-8-15 located in the NE¼
NW¼ Section 36, T8S, Rl5E, S.L.B. & M., Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.4 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southwesterly - 6.4 miles to it's junctionwith an existing
road to the southwest; proceed southwesterly -2.8 miles ±to it's junctionwith an existing road to
the south; proceed southerly - 0.5 miles ± to it's junctionwith an existing road to the southeast;
proceed in a southeasterly direction - 0.8 miles ± to it's junctionwith the beginning of the
proposed access road to the west; proceed southwesterly along the proposed access road - 810' ±
to the proposed well location.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

Approximately 810' of access road is proposed. See attached Topographic Map "B".

The proposed access road will be an 18' crown road (9' either side of the centerline) with drainage
ditches along either side of the proposed road whether it is deemed necessary in order to handle
any run-off from normal meteorological conditions that are prevalent to this area. The maximum
grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access
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3. LOCATION OF EXISTING WELLS

Refer to EXHIBIT B.

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery, the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum 110% of the largest tank volume within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted a flat, non-reflective, earth tone color to match one of the standard
environmental colors, as determined by the Rocky Mountain Five State Interagency Committee.
All facilities will be painted within six months of installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Newfield Production will transport water by truck for drilling purposes from the following water
sources:

Johnson Water District
Water Right: 43-7478

Neil Moon Pond
Water Right: 43-11787

Maurice Harvey Pond
Water Right: 47-1358

Newfield Collector Well
Water Right: 41-3530 (A30414DV, contracted with the Duchesne County Conservancy District).

There will be no water well drilled at this site

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (90' x 40' x 8' deep, or less) will be constructed from native soil and clay
materials. The reserve pit will receive the processed drill cutting (wet sand, shale & rock)
removed from the wellbore. Any drilling fluids, which do accumulate in the pit as a result of
shale-shaker carryover, cleaning of the sand trap, etc., will be promptly reclaimed. All drilling
fluids will be fresh water based, typically containing Total Dissolved Solids of less than
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PPM. No potassium chloride, chromates, trash, debris, nor any other substance deemed hazardous
will be placed in this pit. A 16 mil liner with felt will be required. Newfield requests approval
that a flare pit be constructed and utilized on this location.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site at
the completion of the drilling activities.

Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S
RI9E) or at State of Utah approved surface disposal facilities.

8. ANCILLARY FACILITIES:

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

9. WELL SITE LAYOUT:

See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) A 39-inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing
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Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for production.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximated natural contours. Weather
permitting, the reserve pit will be reclaimed within one hundred twenty (120) days from
the date of well completion. Before any dirt work takes place, the reserve pit must have
all fluids and hydrocarbons removed.

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the State of Utah will attach the appropriate
surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP: State of Utah.

12. OTHER ADDITIONAL INFORMATION:

Newfield Production Company requests 810' of disturbed area be granted to allow for
construction of the proposed surface gas lines. It is proposed that the disturbed area will
temporarily be 50' wide to allow for construction of a 10" or smaller gas gathering line, and a 3"
poly fuel gas line, with a permanent width of 30' upon completion of the proposed gas lines. The
construction phase of the proposed gas lines will last approximately (5) days. Both lines will tie in
to the existing pipeline infrastructure. Refer to Topographic Map "C."

Newfield Production Company requests 810' of disturbed area be granted to allow for
construction of the proposed water lines. It is proposed that the disturbed area will temporarily be
50' wide to allow for construction of a buried 3" steel water injection line and a buried 3" poly
water return line, with a permanent width of 30' upon completion of the proposed water return
line. The construction phase of the proposed water lines will last approximately (5) days. Refer
to Topographic Map "C." In the event that the proposed well is converted to a water injection
well, a separate injection permit will be applied for through the proper agencies.

The Archaeological Survey is attached. MOAC Report #08-301, 1/26/09. See attached report
cover page, Exhibit "D". The Paleontological Resource Survey will be forthcoming.

a) Newfield Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Newfield is to immediately
stop work that might further disturb such materials and contact the Authorized Officer.

b) Newfield Production will control noxious weeds along rights-of-way for roads, pipelines,
well sites or other applicable facilities. On State administered land it is required that a
Pesticide Use Proposal shall be submitted and given approval prior to the application of
herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not be
stacked or stored on State Lands after the conclusion of drilling operations or at any other
time without State authorization. However, if State authorization is obtained, it is only a
temporary measure to allow time to make arrangements for permanent storage on
commercial facilities.

Additional Surface
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All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of
operations and any applicable Notice to Lessees. A copy of these conditions will be furnished to
the field representative to ensure compliance.

Hazardous Material Declaration

Newfield Production Company guarantees that during the drilling and completion of the State 3-
36-8-15, Newfield will not use, produce, store, transport or dispose 10,000# annually of any of the
hazardous chemicals contained in the Environmental Protection Agency's consolidated list of
chemicals subject to reporting under Title III Superfund Amendments and Reauthorization Act
(SARA) of 1986. Newfield also guarantees that during the drilling and completion of the State 3-
36-8-15 Newfield will use, produce, store, transport or dispose less than the threshold planning
quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the construction
of the location and drilling activities.

Newfield Production Company or a contractor employed by Newfield Production shall contact the
State office at (801) 722-3417, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling rig.

13. LESSEE'S OR OPERATOR'S REPRENSENTATIVE AND CERTIFICATION:

Representative

Name: Dave Allred
Address: Newfield Production Company

Route 3, Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that Newfield Production Company is considered to be the operator of well #3-
36-8-15, NE/NW Section 36, T8S, Rl5E, Duchesne County, Utah and is responsible under the
terms and conditions of the lease for the operations conducted upon the leased lands. Bond
coverage is provided by Bond #B001834.

I hereby certify that the proposed drill site and access route have been inspected, and I am familiar
with the conditions which currently exist; that the statements made in this plan are true and correct
to the best of my knowledge; and that the work associated with the operations proposed here will
be performed by Newfield Production Company and its contractors and subcontractors in
conformity with this plan and the terms and conditions under which it is approved. This statement
is subject to the provisions of the 18 U.S.C. 1001 for the filing of a false statement.

2/27/09
Date Mandie Crozier

Regulatory Specialist
Newfield Production
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STATE 3-36-8-15

Section 36, TBS, Ri5E, S.L.B.&M.
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STATE 3-36-8-15
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CULTURAL RESOURCE INVENTORY OF
NEWF1ELD EXPLORATION'S FOUR BLOCK PARCELS

(TSS, R15E, SECTIONS 25, 26, 35, AND 3ß)
DUCHESNE COUNTY, UTAH

By:

Nicole Shelnut

Prepared For:

Bureau of Land Management
Vernal Field Office

and
School & Institutional

Trust Lands Administration

Prepared Under Contract With:

Newfield Exploration Company
Rt. 3 Box 3630

Myton, UT 84052

Prepared By:

Montgomery Archaeological Consultants, Inc.
P.O. Box 219

Moab, Utah 84532

MOAC Report No. 08-301

January 26, 2009

United States Department of Intenor (FLPMA)
Permit No 08-UT-60122

State of Utah Antiquities Project (Survey)
Permit No.



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

JONM.HUNTSMAN,JR. ExecutiveDirector

oovemor Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Governor Division Director

April 27, 2009

Newfield Production Company
Rt. #3, Box 3630
Myton, UT 84052

Re: State 3-36-8-15 Well, 780' FNL, 2140' FWL, NE NW, Sec. 36, T. 8 South, R. 15 East,
Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-013-34232.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
SITLA

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 •www.ogm utah.gov OIL, GAS &
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Operator: Newfield Production Company
Well Name & Number State 3-36-8-15

API Number: 43-013-34232
Lease: ML-21835

Location: NE NW Sec. 36 T. 8 South R. 15 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at: (801) 538-5338 office (801) 942-0871 home
• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational
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4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

7. Surface casing shall be cemented to the



API Well No: 43013342320000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-21835 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 STATE 3-36-8-15 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013342320000

3. ADDRESS OF OPERATOR:  
 Rt 3 Box 3630 , Myton, UT, 84052 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0780 FNL 2140 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

4/27/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield proposes to extend the permit to drill this well for one year.

NAME (PLEASE PRINT)  
 Mandie Crozier

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 4/21/2010

PHONE NUMBER:
435 646-4825  Ext 

 

PHONE NUMBER
435 646-4825

April 21, 2010

April 21, 2010

iPI Well No: 43013342320000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "MLLEA21EæD5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 3-36-8-15

2.NAMEOFOPERATOR: 9.APINUMBER:
NEWFIELD PRODUCTION COMPANY 43013342320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0780 FNL 2140 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 36 Township: 08.05 Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/27/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to extend the permit to drill this well for one year.
Approved by the
Utah Division of

Oil, Gas and Mining

Date 2010

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 4/21/2010

RECEIVED April 21,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43013342320000
 

API: 43013342320000
Well Name: STATE 3-36-8-15 

Location: 0780 FNL 2140 FWL QTR NENW SEC 36 TWNP 080S RNG 150E MER S
Company Permit Issued to: NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued: 4/27/2009

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been
updated?    Yes    No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location?    Yes    No

Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?    Yes    No

Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location?    Yes    No

Has the approved source of water for drilling changed?    Yes    No

Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation?    Yes    No

Is bonding still in place, which covers this proposed well?    Yes    No

        
Signature:  Mandie Crozier Date: 4/21/2010

Title:  Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY

April 21, 2010

April 21, 2010

UTAH

[gg The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI GAS & MINTNG

Request for Permit Extension Validation Well Number 43013342320000

API: 43013342320000
Well Name: STATE 3-36-8-15

Location: 0780 FNL 2140 FWL QTR NENW SEC 36 TWNP 080S RNG 150E MER S
Company Permit Issued to: NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued: 4/27/2009

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

• If located on private land, has the ownership changed, if so, has the surface agreement been
updated? I Yes I ) No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location? I i Yes i i No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?

_

I Yes i i No

•Have there been any changes to_the access route including ownership, or rightof- way, which could
affect the proposed location? I:_ I Yes I:BI No

• Has the approved source of water for drilling changed? I Yes I:¾) No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I i Yes i No

Approved by the
•Is bonding still in place, which covers this proposed well? I i Yes .

I No Utah Division of
Oil, Gas and Mining

Signature: Mandie Crozier Date: 4/21/2010
Title: Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY Date: April 21, 2010

By:

RECEIVE D April 21,



API Well No: 43013342320000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-21835 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 GMB 3-36-8-15H 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013342320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0780 FNL 2140 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

9/17/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: APD Change

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield requests to amend the above mentioned APD. This well will now be
drilled as a Horizontal Well. The new APD package is attached. The name for

this well will now be the Greater Monument Butte 3-36-8-15H. We also
request that "Tight Hole Status" be place on this well at this time.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 9/17/2010

September 17, 2010

October 14, 2010

iPI Well No: 43013342320000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "MLLEAS1EæD5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well GMB 3-36-8-15H

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013342320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Bo× 3630 , Myton, UT, 84052 435 646-4825 E×t MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0780 FNL 2140 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 36 Township: 08.05 Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/17/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: APD Change

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield requests to amend the above mentioned APD. This well will now be
drilled as a Horizontal Well. The new APD package is attached. The name for Approved by the

this well will now be the Greater Monument Butte 3-36-8-15H. We also Utah Division of
request that "Tight Hole Status" be place on this well at this time. Oil, Gas and Mining

Date: Oct ber 141010

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 9/17/2010

RECEIVED September 17,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43013342320000

Surface casing shall be cemented from setting depth back to surface. 

October 14, 2010October 14, 2010

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OIL GAS & M1NTNG

Sundry Conditions of Approval Well Number 43013342320000

Surface casing shall be cemented from setting depth back to surface.

Approved by the
Utah Division of

Oil, Gas and Mining

Date: b
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Federal 16-25-8-15                  
4301350052

Federal 15-25-8-15                  
4301350051

Federal 14-25-8-15                  
4301350050

Federal 13-25-8-15                  
4301350049

Federal 12-25-8-15                  
4301350048

Federal 11-25-8-15                  
4301350047

Federal 10-25-8-15                  
4301350045

Federal 9-25-8-15                   
4301350044

FEDERAL 16-35-8-15                  
4301334255

FEDERAL 15-35-8-15                  
4301334254

FEDERAL 14-35-8-15                  
4301334253

FEDERAL 11-35-8-15                  
4301334252

FEDERAL 10-35-8-15                  
4301334251

FEDERAL 9-35-8-15                   
4301334250

FEDERAL 8-35-8-15                   
4301334249

FEDERAL 7-35-8-15                   
4301334248

FEDERAL 6-35-8-15                   
4301334247

FEDERAL 1-35-8-15                   
4301334246

STATE 1-36-8-15                     
4301334234

STATE 2-36-8-15                     
4301334233

GMB 3-36-8-15H                      
4301334232

STATE 4-36-8-15                     
4301334231

STATE 5-36-8-15                     
4301334230

STATE 6-36-8-15                     
4301334229

STATE 8-36-8-15                     
4301334228

STATE 9-36-8-15                     
4301334227

STATE 10-36-8-15                    
4301334226

STATE 12-36-8-15                    
4301334224

STATE 13-36-8-15                    
4301334223

GMB 14-36-8-15H                     
4301334222

FEDERAL 15-26-8-15                  
4301334217

FEDERAL 10-26-8-15                  
4301334216

FEDERAL 9-26-8-15                   
4301334215

FEDERAL 16-26-8-15                  
4301334214

W POINT FED 11-31-8-16              
4301334204

W POINT FED 12-31-8-16              
4301334203

W POINT FED 13-31-8-16              
4301334202

W POINT FED 2-31-8-16               
4301334200

W POINT FED 3-31-8-16               
4301334199

W POINT FED 4-31-8-16               
4301334198

W POINT FED 5-31-8-16               
4301334197

W POINT FED 6-31-8-16               
4301334196

FEDERAL 10-30-8-16                  
4301334184

FEDERAL 11-30-8-16                  
4301334183

FEDERAL 13-30-8-16                  
4301334181

W POINT FED G-6-9-16                
4301334076

ASHLEY FED I-1-9-15                 
4301333901

W POINT FED I-6-9-16                
4301333897

ASHLEY ST 7-2-9-15                  
4301332585

ASHLEY ST 6-2-9-15                  
4301332584

ASHLEY ST 5-2-9-15                  
4301332583

ASHLEY ST 4-2T-9-15                 
4301332582

ASHLEY ST 2-2-9-15                  
4301332580

ASHLEY ST 8-2-9-15                  
4301332437

ASHLEY ST 1-2-9-15                  
4301332436

WEST POINT 13-31-8-16               
4301332122

ASHLEY U 4-1-9-15                   
4301332118

WEST POINT 5-31-8-16                
4301332114

ASHLEY FED 5-1-9-15                 
4301331998

NINE MILE 5-6-9-16                  
4301331953

NINE MILE 4-6                       
4301331952

ASHLEY FED 6-1                      
4301331927

ASHLEY FED 2-1                      
4301331883

NORTH ASHLEY 8-1                    
4301331809

CODY FEDERAL 2-35 (REENTRY)         
4301331525

WELLS DRAW ST 4-2                   
4301330997

STATE 44-36                         
4301330451

M O N U M E N T  B U T T E  F I E L DM O N U M E N T  B U T T E  F I E L D

G R E A T E R  M O N U M E N T  B U T T E  U N I TG R E A T E R  M O N U M E N T  B U T T E  U N I T

A S H L E Y  U N I TA S H L E Y  U N I T 1

36

2 6

35
31

25

3

3026

34 35

2

T 8 S  R 15 E

T 9 S  R 15 E

T 8 S  R 16 E

T 9 S  R 16 E

T 5 S  R 3 W

T 4 S  R 3 W

Map Produced by Diana Mason
Map Prepared: 

Well Name: GMB 3-36-8-15H
API Number: 4301334232

Township 08.0 S Section 36Range 15.0 E
Meridian: SLBM

F
1,400 0 1,400700 Feet

1:13,304

Units
STATUS

ACTIVE

EXPLORATORY

GAS STORAGE

NF PP OIL

NF SECONDARY

PI OIL

PP GAS

PP GEOTHERML

PP OIL

SECONDARY

TERMINATED

Fields
Sections

Township

â Bottom Hole Location - AGRC

Wells Query

D <all other values>

Status
APD - Aproved Permit

H DRL - Spuded (Drilling Commenced)

4 GIW - Gas Injection

!* GS - Gas Storage

N LA - Location Abandoned

! LOC - New Location

7 OPS - Operation Suspended

ª PA - Plugged Abandoned

* PGW - Producing Gas Well

' POW - Producing Oil Well

O RET - Returned APD

¸ SGW - Shut-in Gas Well

· SOW - Shut-in Oil Well

6 TA  - Temp. Abandoned

" TW  - Test Well

¸ WDW - Water Disposal

¸ WIW - Water Injection Well

=* WSW - Water Supply Well
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Iron

San Juan

Kane
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Uintah
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Grand

Utah
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Rich

Washington
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Wasatch

Weber

Daggett
Salt Lake

Morgan

Location Map

Operator: NEWFIELD PRODUCTION COMPANY                       

Septem
ber 17, 2010

O
ctober 14, 2010

API Number: 4301334232
Federal 12-25-8-15 FEDERAL 10-30-8-16

FEDERAL10-26-8-15 4301350048 Federal9-25-8-15
4301334184 Well Name: GMB 3-36-8-15H

4301334216 Federal 11-25-8-15 4301350044
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26 25 30 Operator: NEWFIELD PRODUCTION COMPANY

Map Prepared:
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43013342320001 Etate 3-36-8-15H
Casing Schem þ L,

< Oo
Surfacp , 's ,

TO / O , _L

8-5/8" I c
MW 8.4 500. MD
Frac 19.3 500. TVD

Tocée

Approved by the
Utah Division of

Oil, Gas and Mining

Date: Oc ber 1010

5-1/2" ' Production
MW 9. 10825. MD L.

6100.
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Well name: 43013342320001 State 3-36-8-15H
operator: Newfield Production Company
String type: Surface Project ID:

43-013-34232-0001
Location: Duchesne County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 72 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 185 ft

Burst:
Design factor 1.00 Cement top: 176 ft

Max anticipated surface
pressure: 440 psi

Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 500 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 5,762 ft
Tension is based on air weight. Next mud weight: 9.000 ppg
Neutral point: 449 ft Next setting BHP: 2,694 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 500 ft
Injection pressure: 500 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
1 500 8.625 28.00 J-55 LT&C 500 500 7.972 180

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 218 1880 8.617 500 3390 6.78 14 348 24.86 J

Approved by the
Utah Division of

Oil, Gas and Mining

Date: Oct ber 141010

By:

Prepared Helen Sadik-Macdonald Phone: 810-538-5357 Date: October 14,2010
by: Div of Oil,Gas & Mining Salt Lake City,Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 500 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the
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Well name: 43013342320001 State 3-36-8-15H
Operator: Newfield Production Company
String type: Production Project ID:

43-013-34232-0001
Location: Duchesne County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 150 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00

Burst
Max anticipated surface

pressure: 1,510 psi
Internal gradient: 0.220 psilft Tension: Directional Info - Build & Hold
Calculated BHP 2,852 psi 8 Round STC: 1.80 (J) Kick-off point 5762 ft

8 Round LTC: 1.80 (J) Departure at shoe: 4788 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 12 °/100ft

Premium: 1.50 (J) Inclination at shoe: 91.86 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 5,267 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
1 10825 5.5 17.00 N-80 LT&C 6100 10825 4.767 1413

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2852 6290 2.206 2883 7740 2.69 90 348 3.89 J

Approved by the
Utah Division of

Oil, Gas and Mining

Date: Oct! ber 14¯1010

By:

Prepared Helen Sadik-Macdonald Phone: 810-538-5357 Date: October 14,2010
by: Div of Oil,Gas & Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 6100 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplyingthe tensilestress by the cross section area to calculate a

Engineering responsibility for use of thisdesign willbe thatof the
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STATE OF UTAH FORM 3
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING AMENDED REPORT Ü
(highlight changes)

S. MINERALLEASE NO; 6 SURFACE:
APPLICATION FOR PERMIT TO DRILL ML-21835 state

7 IF INDIAN.ALLOTTEEOR TRIBE NAME:
1A TYPE OF WORK: DRILL REEN TER DEEPEN NA

B UNITor CA AGREEMENT NAME
B TYPE OF WELL: OIL 2 GAS OTHER SINGLE ZONE 2 MULTIPLE ZONE Greater Monument Butte

2 NAMEOFOPERATOR 9.nELLNAMEandNUMBER:

Newfield Production Company Greater Mon. Butte 3-36-8-15H
3 ADDRESS OF OPERATOR: PHONE NUMBER 10 FIELDAND POOL, OR WILDCAT:
Route #3 Box 3630 or Myton UT

,
84052 (435) 646-3721 Monument Butte

, 4 LOCATIONOF WELL (FOOTAGES) 11 QTRIQTR, SECTION, TOWNSHIP, RANGE.
MERIDIAN:

ATSURFACE: NEINW 780' FNL 2140' FWL Sec. 36 T8S R15E NENW 36 8S 15E
AT PROPOSED PRODUCING ZONE: SWISW 150' FSL 150' FWL Sec. 36 T8S R15E

14 DISTANCE IN MILESAND DlRECTION FROM NEAREST TOWN OR POST OFFICE: 12 COUNTY. 13 STATE:

Approximately 12.0 miles southwest of Myton, Utah Duchesne UTAH

15 DISTANCE TO NEAREST PROPERTY OR LEASE LINE(FEET) 16 NUMBEROF ACRES IN LEASE: 17 N JMBER OF ACRES ASSIGNED TO THIS WELL

Approx. 150' f/lse line, NA' flunit line 640.00 acres 320 acres
18 DISTANCE TO NEAREST WELL(DRILUNG, COMPLETED, OR 19. PROPOSEDDEPTH 20 BOND DESCRIPTION

APPLIED FOR) ON THIS LEASE (FEET)

Approx. 1344' 6,100 #BOO1834
21 ELEVATIONS(SHOW WHETHER DF, RT. GR, ETC 22 APPROXIMATEDATEWORK WILLSTART: 23 ESTIMATEDDURATION:

5787' GL (p. lo (10) days from SPUD to rig release

È4 PROPOSED CASING AND CEMENTINGPROGRAM

SlZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YIELD,AND SLURRY WEIGHT

See Attached Drilling

Program

25 ATTACHMENTS

VERIFY THE FOLLOV\nNGARE ATTACHEDIN ACCORDANCE WITHTHE UTAHOIL ANDGAS CONSERVATIONGENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

EVIDENCE OF DIVISIONOF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, 1FOPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASEPRINT) angieCrozier TITLE Regulatory Specialist

(This space for State use only)

API NUMBER ASSIGNED: APPROVAL:

(11/2001) (See Instructions on Reverse Side)

RECEIVED September 17,
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NEWFIELD PRODUCTION COMPANY
GREATER MONUMENT BUTTE 3-36-8-15H

SHL: NE/NW SECTION 36, T8S, R15E
BHL: SW/SW SECTION 36, TSS, R15E

DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

This well is designed as a horizontal in the Basal Carbonate formation, at the base of the
Green River formation. The well will be drilled vertically to a kick off point of 5,762'.
Directional tools will then be used to build to 91.85° inclination and the well will be
landed in the Basal Carbonate formation. The lateral will be drilled to the proposed
bottomhole location, and 5-1/2" production casing will be run to TD. An open hole
packer system and sliding sleeves will be used to isolate separate frac stages in the lateral.
The casing will be cemented from the top of the curve to surface with a port collar.

1. GEOLOGIC SURFACE FORMATION:

Uinta formation

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Green River 1,656'
Target (Basal Carbonate) 6,100'
TD 6,100' TVD / 10,825' MD

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation (Oil) 4,197' - 6,100' TVD

Fresh water may be encountered in the Uinta Formation, but would not be expected below about
300'. All water shows and water bearing geologic units shall be reported to the geologic and
engineering staff of the Vernal Office prior to running the next string of casing or before plugging
orders are requested. All water shows must be reported within one (1) business day after being
encountered.

All usable (<10,000PPM TDS) water and prospectively valuable minerals (as described by BLM
at onsite) encountered during drilling will be recorded by depth and adequately protected. This
information shall be reported to the Vernal Office.

Detected water flows shall be sampled, analyzed, and reported to the geologic & engineering staff
of the Vernal Office. The office may request additional water samples for further analysis. Usage
of the State of Utah form Report of Water Encountered is acceptable, but not required.

The following information is requested for water shows and samples where applicable:

Location & Sampled Interval Date Sampled
Flow Rate Temperature
Hardness pH

RECEIVED September 17,
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Water Classification (State of Utah) Dissolved Calcium (Ca) (mg/l)
Dissolved Iron (Fe) (ug/l) Dissolved Sodium (Na) (mg/l)
Dissolved Magnesium (Mg) (mg/1) Dissolved Carbonate (CO3) (mg/1)
Dissolved Bicarbonate (NaHCO3) (mg/1) Dissolved Chloride (Cl) (mg/l)
Dissolved Sulfate (SO4) (EgËÏ) DÌSSolved Total Solids (TDS) (mg/l)

4. PROPOSED CASING PROGRAM

a. Casing Design
Frac Design Factors

Interval Pore MW
Weight Grad

Description Grade Coup Press @ @(ppf) @ Burst Col Tens
Top Bottom Shoe Shoe Shoe

Surface O' 500' 24.0 J-55 STC 8.33 8.33 12.0 10.24 8.22 20.33
8-5/8"

Production O' 10,825' 17.0 N-80 LTC 8.3 8.5 -- 3.81 3.01 2.26
5-1/2"

Assumptions:
1) Surface casing MASP = (frac gradient + 1.0 ppg) - gas gradient
2) Production casing MASP (production mode) = reservoir pressure - gas gradient
3) All collapse calculations assume fully evacuated casing
4) Surface tension calculations assume air weight of casing
5) Production tension calculations assumer air weight in vertical portion of hole, plus

50,000 lbs overpull

All casing shall be new.

All casing strings shall have a minimum of 1 (one) centralizer on each of the bottom three (3)
joints.

b. Cement Design
Hole

.
OH Weight Yield

Job Fill Slurry DescriptionSize Sacks Excess (ppg) (ft3/sk)

Surface Class G wl 2% CaCl2, 0.2512-1/4" 500' 15% 15.8 1.17
Ibs/sk Cello Flake 203

Production ,, Premium Lite IIw/ 3% KCI, 10%7-7/8 4.197' 15% 15.8 3.26
Lead bentonite 257
Production 50/50 Poz/Class G w/ 3% KCI, 3127-7/8" 1,565' 15% 14.3 1.24
Tail 2% bentonite

Actual cement volumes will be calculated from open hole logs, plus 15% excess.

Cement will be pumped through a port cementing collar located at the top of the curve. The
lateral will be left uncemented. The lateral will be isolated with open hole packers.

Waiting On Cement: A minimum of four (4) hours shall elapse prior to attempting any
pressure testing of the BOP equipment which would subject the surface casing cement to
pressure, and a minimum of six (6) hours shall elapse before drilling out of the wiper plug,
cement, or shoe is begun. WOC time shall be recorded in the Driller's Log. Compressive
Strength shall be a minimum of 500 psi prior to drilling out.

2
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The Vernal BLM Office shall be notified, with sufficient lead time, in order to have a BLM
representative on location while running all casing strings and cementing.

The 8-5/8" surface casing shall in all cases be cemented back to surface. In the event that
during the primary surface cementing operation the cement does not circulate to surface, or if
the cement level should fall back more than 8 feet from surface, then a remedial surface
cementing operation shall be performed to insure adequate isolation and stabilization of the
surface casing.

The minimum diameter for conductor pipe shall be 13 3/8". The conductor pipe will be
cemented back to surface or removed.

As a minimum, usable water zones shall be isolated and/or protected by having a cement top
for the production casing at least 200 feet above the base of the usable water. If gilsonite is
encountered while drilling, it shall be isolated and/or protected via the cementing program.

Top plugs shall be used to reduce contamination of cement by displacement fluid. A bottom
plug or other acceptable technique, such as a suitable preflush fluid, inner string cement
method, etc., shall be utilized to help isolate the cement from contamination by the mud being
displaced ahead of the cement slurry.

All casing strings below the conductor shall be pressure tested to 0.22 psi per foot of casing
string length or to 1500 psi, whichever is greater, but not to exceed 70% of the minimum
internal yield. If pressure declines more than 10% in 30 minutes, corrective action shall be
taken.

A Form 3160-5, "Sundry Notices and Reports on Wells" shall be filed with the Vernal Office
Manager within 30 days after the work is completed. This report must include the following
information:

Setting of each string of casing showing the size, grade, weight of casing set, depth, amounts and
type of cement used, whether cement circulated or the top of the cement behind the casing, depth
of the cementing tools used, casing test method and results, and the date of the work done. Spud
date will be shown on the first reports submitted.

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc for a 2M system.

A 2000 psi WP hydraulic BOP stack consisting of two ram preventers (double or two singles) and
a rotating head per Exhibit C. This system will be in accordance to the specifications listed in the
Standard Operating Procedures for the Greater Monument Butte Green River Development
Program.

Function test of the BOP equipment shall be made daily. All required BOP tests and/or drills shall
be recorded in the Driller's report.

Chart recorders will be used for all pressure tests. Test charts, with individual test results
identified, shall be maintained on location while drilling and shall be made available to BLM
representatives upon request.

3
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September 17, 2010

If an air compressor is on location and is being utilized to provide air for the drilling medium while
drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2 regarding air or gas
shall be adhered to. If a mist system is being utilized, the requirement for a deduster shall be
waived.

6. TYPE AND CHARACTER15TICS OF THE PROPOSED CIRCULATION MUDS:

From surface to 500', an air system will be used. From 500' to TD, a fresh water or brine water
system will be utilized. Anticipated maximum mud weight is 9.0 lbs/gal. If necessary to control
formation fluids or pressure, the system will be weighted with the addition of bentonite gel, and if
pressure conditions warrant, with barite.

No chromate additives will be used in the mud system on Federal and/or Indian lands without prior
BLM approval to ensure adequate protection of fresh aquifers.

No chemicals subject to reporting under SARA Title III in an amount equal to or greater than
10,000 pounds will be used, produced, stored, transported, or disposed of annually in association
with the drilling, testing, or completing of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used, produced,
stored, transported, or disposed of in association with the drilling, testing, or completing of this
well.

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion operations.

7. AUXILL4RY SAFETY EQUIPMENT TO BE USED:

8. TESTING, LOGGING AND CORING PROGRAMS:

a. Logging Program:
(the log types run may change at the discretion of the geologist)

FDC/CNL/GR/DIL: Top of the curve - 3,200'
CBL: A cement bond log will be run from KOP to the cement top of the production casing.

A field copy will be submitted to the Vernal BLM Office.

b. Cores: As deemed necessary.

c. Drill Stem Tests: No DSTs are planned in the Green River.

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

There is no abnormal pressure or temperature expected. Maximum anticipated bottomhole
pressure will be approximately equal total true vertical depth in feet multiplied by a 0.433 psi/foot
gradient.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

a. Drilling Activity

Anticipated Commencement Date: Upon approval of the site specific APD.

4
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Drilling Days: Approximately 18 days.
Completion Days: Approximately 12 - 20 days.

b. Notification of Operations

The Vernal BLM office will be notified at least 24 hours prior to the commencement of
spudding the well (to be followed with a Sundry Notice, Form 3160-5), of initiating pressure
tests of the blowout preventer and related equipment, and running casing and cementing of all
casing strings. Notification will be made during regular work hours (7:45 a.m.-4:30 p.m.,
Monday - Friday except holidays).

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the appropriate regulations, Onshore Orders, or
BLM policy.

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in suspended status without
prior approval from the AO. If operations are to be suspended, prior approval of the AO will
be obtained and notification given to the BLM before resumption of operations.

Daily drilling and completion reports shall be submitted to the Vernal BLM Office on a
weekly basis.

Whether the well is completed as a dry hole or a producer, the "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. One copy of all logs, core descriptions, core analyses, well test data, geologic
summaries, sample description, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations will be filed with Form 3160-4. Samples
(cuttings, fluids, and/or gases) will be submitted when requested by the Authorized Officer
(AO).

A completion rig will be used for completion operations after the wells are stimulated to run
the production tubing.. All conditions of this approved plan will be applicable during all
operations conducted with the completion rig.

Operator shall report production data to the MMS pursuant to 30 CFR 216.5 using form
MMS/3160. In accordance with Onshore Oil and Gas Order No. 1, a well will be reported on
form 3160-6, "Monthly Report of Operations," starting with the month in which operations
commence and continue each month until the well is physically plugged and abandoned. This
report will be filed with the Vernal BLM Office.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated, or the date on which
liquid hydrocarbons are first produced into a permanent storage facility, whichever occurs
first; and for gas wells, as the date on which associated liquid hydrocarbons are first sold or
shipped from a temporary storage facility, such as a test tank, and for which a run ticket is
required to be generated, or the date on which gas is measured through permanent metering
facilities, whichever occurs first.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by written communication
not later than 5 days following the date when the well is placed on production.

5
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Pursuant to Onshore Order No. 7, with the approval of the AO, produced water may be
temporarily disposed of into unlined pits for a period of up to 90 days. During this period, an
application for approval of the permanent disposal method must be submitted to the AO.

Pursuant to NTL-4A, lessees or operators are authorized to vent/flare gas during the initial
well evaluation tests, not to exceed 30 days or the production of 50 MMCF of gas, whichever
occurs first. An application must be filed with the AO and approval received for any
venting/flaring of gas beyond the initial 30 days or authorized test period.

A schematic facilities diagram, as required by 43 CFR 3162.7-5(b.9.d), shall be submitted to
the Vernal BLM Office within 60 days of installation or first production, whichever occurs
first. All site security regulations, as specified in Onshore Oil & Gas Order No. 3, shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR 3162.7-5(b.4).

Well abandonment operations shall not be commenced without the prior approval of the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval
will be obtained from the AO. A "Subsequent Report of Abandonment", Form 3160-5, will be
filed with the Authorized Officer within 30 days following completion of the well for
abandonment. This report will indicate placement of the plugs and current status of the
surface restoration. Final Abandonment will not be approved until the surface reclamation
work required by the approved APD or approved abandonment notice has been completed to
the satisfaction of the AO, or the appropriate surface managing agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators have the responsibility to
see that their exploration, development, production, and construction operations are conducted
in a manner which conforms with applicable Federal laws and regulations and with the State
and local laws, to the extent to which they are applicable, to operations on Federal or Indian
lands.

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

6
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2-M SYSTEM
Blowout Prevention Equipment Sy..ams

I I

EXHIBIT C
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September 17, 2010

Newfield Production Company
Monument Butte
GMB 3-36-8-15H
GMB 3-36-8-15H

Wellbore #1

Plan: Design #1

Standard Planning Report
15 September, 2010

RECEIVED September 17,



September 17, 2010

Newfield Exploration
Planning Report

Database: EDM2003.21 Single User Db Local Co-ordinate Reference: Well GMB3-36-8-15H
Company: Newfield Production Company TVD Reference: KB @5417.0ft (Capstar #329)
Project: Monument Butte MDReference: KB@5417.0ft (Capstar #329)
Site: GMB 3-36-8-15H North Reference: True
Well: GMB 3-36-8-15H Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Project Monument Butte

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone

Site GMB3-36-8-15H

Site Position: North Ing: 2,194,694.61 m Latitude: 40° 4' 46.490 N
From: Lat/Long Easting: 612,380.94m Longitude: 110° 10' 56.170 W
Position Uncertainty: 0.0 ft Slot Radius: in Grid Convergence: 0.84 °

Well GMB3-36-8-15H

Well Position +NI-S 0.0 ft Northing: 2,194,694 61 m Latitude: 40°4'46.490 N
+El-W 0.0 ft Easting: 612,380 94 m Longitude: 110° 10' 56.170 W

Position Uncertainty 0.0 ft Wellhead Elevation: ft Ground Level: 5,407.0ft

Wellbore Wellbore #1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(*) (*) (nT)
IGRF200510 12/31/2009 11.54 65.85 52,492

Design Design #1

Audit Notes:

Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (*)
0.0 0.0 0.0 203.69

Plan Sections

Measured Vertical Dogleg Build Turn
Depth IncIlnation Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (*) (*) (ft) (ft) (ft) (°I100ft) (*l100ft) (*I100ft) (*) Target

0.0 0.00 0.00 0.0 0.0 0 0 0.00 0.00 0.00 0.00
5,761.5 0 00 0.00 5,761 5 0.0 0 0 0.00 0.00 0 00 0.00
6,527.0 91.85 203.69 6,238.8 -451.4 -198.0 12.00 12.00 0.00 203.69

10,824.9 91.85 203.69 6,100.0 -4,385.2 -1,923.7 0.00 0.00 0.00 0.00 3-36-8-15H BHL
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September 17, 2010

Newfield Exploration
Planning Report

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well GMB 3-36-8-15H
Company: Newfield Production Company TVDReference: KB @5417.0ft (Capstar #329)
Project: Monument Butte MDReference: KB @5417.0ft (Capstar #329)
Site: GMB3-36-8-15H North Reference: True
Well: GMB3-36-8-15H Survey Calculation Method: MinimumCurvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth IncIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (°1100ft) (°l100ft) (*l100ft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0 0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0 00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00
1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0,0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0 00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0 00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
2,600.0 0.00 0.00 2,600.0 0.0 0 0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700.0 0.0 0 0 0.0 0.00 0.00 0.00
2,800.0 0.00 0.00 2,800.0 0.0 0 0 0.0 0.00 0.00 0.00
2,900.0 0.00 0.00 2,900 0 0.0 0.0 0.0 0.00 0.00 0.00

3,000.0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,100.0 0.00 0.00 3,100.0 0.0 0.0 0.0 0.00 0.00 0.00
3,200.0 0.00 0.00 3,200.0 0.0 0.0 0.0 0.00 0.00 0.00
3,300.0 0.00 0.00 3,300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00
3,500.0 0.00 0.00 3,500.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,600.0 0.0 0.0 0.0 0.00 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.0 0.0 0.00 0.00 0.00
3,800.0 0.00 0.00 3,800.0 0.0 0.0 0.0 0.00 0.00 0.00
3,900.0 0.00 0.00 3,900.0 0.0 0.0 0.0 0.00 0.00 0.00
4,000.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
4,200.0 0.00 0.00 4,200.0 0.0 0.0 0.0 0.00 0.00 0.00
4,300.0 0.00 0.00 4,300.0 0.0 0.0 0.0 0.00 0.00 0.00
4,400.0 0.00 0.00 4,400.0 0.0 0.0 0.0 0.00 0.00 0.00

4,500.0 0.00 0.00 4,500.0 0.0 0.0 0.0 0.00 0.00 0 00
4,600.0 0.00 0.00 4,600.0 0.0 0.0 0.0 0.00 0.00 0 00
4,700.0 0.00 0.00 4,700.0 0.0 0.0 0.0 0.00 0.00 0 00
4,800.0 0.00 0.00 4,800.0 0.0 0 0 0.0 0.00 0.00 0.00
4,900.0 0.00 0.00 4,900.0 0.0 0.0 0.0 0.00 0.00 0.00

5,000.0 0.00 0.00 5,000.0 0.0 0.0 0.0 0.00 0.00 0.00
5,100.0 0.00 0.00 5,100.0 0.0 0.0 0.0 0.00 0.00 0.00
5,200.0 0.00 0.00 5,200.0 0.0 0.0 0.0 0.00 0.00 0.00
5,300.0 0.00 0.00 5,300.0 0.0 0.0 0.0 0.00 0.00 0.00
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September 17, 2010

Newfield Exploration
Planning Report

Database: EDM2003.21 Single User Db Local Co-ordinate Reference: Well GMB3-36-8-15H
Company: Newfield Production Company TVD Reference: KB@5417.0ft (Capstar #329)
Project: Monument Butte MDReference: KB@5417.0ft (Capstar #329)
Site: GMB 3-36-8-15H North Reference: True
Well: GMB 3-36-8-15H Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (*I100ft) (°l100ft) (°l100ft)

5,400.0 0 00 0.00 5,400.0 0.0 0.0 0.0 0.00 0.00 0.00
5,500.0 0.00 0.00 5,500.0 0.0 0.0 0.0 0.00 0.00 0.00
5,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
5,700.0 0.00 0.00 5,700.0 0.0 0.0 0.0 0.00 0.00 0.00
5,761.5 0.00 0.00 5,761.5 0.0 0.0 0.0 0.00 0.00 0.00
5,800.0 4.62 203.69 5,800.0 -1 4 -0.6 1.5 12.00 12.00 0.00
5,900.0 16.62 203.69 5,898.1 -18.3 -8.0 19.9 12.00 12.00 0.00
6,000.0 28.62 203.69 5,990.2 -53 4 -23.4 58.3 12.00 12.00 0.00
6,100.0 40.62 203.69 6,072.4 -105.3 -46.2 115.0 12.00 12.00 0.00
6,200.0 52.62 203.69 6,140.9 -171.8 -75.3 187.6 12.00 12.00 0.00
6,300.0 64.62 203 69 6,192.9 -249.8 -109.6 272.8 12.00 12.00 0.00

6,400.0 76.62 203.69 6,226.0 -336.0 -147,4 366.9 12.00 12.00 0.00
6,500.0 88.62 203.69 6,238.9 -426.7 -187.2 465.9 12.00 12.00 0.00
6,527.0 91.85 203.69 6,238.8 -451.4 -198.0 492.9 12.00 12.00 0.00
6,600.0 91.85 203.69 6,236.4 -518.2 -227.3 565.9 0.00 0.00 0.00
6,700.0 91.85 203.69 6,233.2 -609.7 -267.5 665.8 0.00 0.00 0.00

6,800.0 91.85 203.69 6,229.9 -701.3 -307.6 765.8 0.00 0.00 0.00
6,900.0 91.85 203.69 6,226.7 -792.8 -347.8 865.7 0.00 0.00 0.00
7,000.0 91.85 203.69 6,223.5 -884.3 -387.9 965.7 0.00 0.00 0.00
7,100.0 91.85 203.69 6,220.3 -975.9 -428.1 1,065.6 0.00 0.00 0.00
7,200.0 91.85 203.69 6,217.0 -1,067.4

-468.2 1,165.6 0.00 0.00 0.00

7,300.0 91.85 203.69 6,213.8 -1,158.9
-508.4 1,265.5 0.00 0.00 0.00

7,400.0 91.85 203.69 6,210.6 -1,250.4
-548.5 1,365.5 0.00 0.00 0.00

7,500.0 91.85 203.69 6,207.3 -1,342.0
-588.7 1,465.4 0.00 0.00 0.00

7,600.0 91.85 203.69 6,204.1 -1,433.5
-628.8 1,565.4 0.00 0.00 0.00

7,700.0 91.85 203.69 6,200.9 -1,525.0
-669.0 1,665.3 0.00 0.00 0.00

7,800.0 91.85 203.69 6,197.7 -1,616.6 -709.1 1,765.3 0.00 0.00 0.00
7,900.0 91.85 203.69 6,194.4 -1,708.1

-749.3 1,865.2 0.00 0.00 0.00
8,000.0 91.85 203.69 6,191.2 -1,799.6

-789.4 1,965.2 0.00 0.00 0.00
8,100.0 91.85 203.69 6,188.0 -1,891.2

-829.6 2,065,1 0.00 0.00 0.00
8,200.0 91.85 203.69 6,184.7 -1,982.7

-869 7 2,165.1 0.00 0.00 0.00

8,300.0 91.85 203.69 6,181.5 -2,074.2
-909.9 2,265.0 0.00 0.00 0.00

8,400.0 91.85 203.69 6,178.3 -2,165.7
-950.0 2,365.0 0.00 0.00 0.00

8,500.0 91.85 203.69 6,175.1 -2,257.3
-990.2 2,464.9 0.00 0.00 0.00

8,600.0 91.85 203.69 6,171.8 -2,348.8 -1,030.3 2,564.8 0.00 0.00 0.00
8,700.0 91.85 203.69 6,168 6 -2,440.3 -1,070.5 2,664.8 0.00 0.00 0.00

8,800.0 91.85 203.69 6,165.4 -2,531.9 -1,110.6 2,764.7 0.00 0.00 0.00
8,900.0 91.85 203.69 6,162 1 -2,623.4 -1,150.8 2,864.7 0.00 0.00 0.00
9,000.0 91.85 203.69 6,158.9 -2,714.9 -1,190.9 2,964.6 0.00 0.00 0.00
9,100.0 91.85 203.69 6,155.7 -2,806.4 -1,231.1 3,064.6 0.00 0.00 0.00
9,200.0 91.85 203.69 6,152.5 -2,898.0 -1,271.2 3,164.5 0.00 0.00 0.00

9,300.0 91.85 203.69 6,149.2 -2,989.5 -1,311.4 3,264 5 0.00 0.00 0.00
9,400.0 91.85 203.69 6,146.0 -3,081.0 -1,351.5 3,364.4 0.00 0.00 0.00
9,500.0 91.85 203.69 6,142.8 -3,172.6 -1,391.7 3,464.4 0.00 0.00 0.00
9,600.0 91.85 203.69 6,139.5 -3,264.1 -1,431.9 3,564.3 0.00 0.00 0.00
9,700.0 91.85 203.69 6,136.3 -3,355.6 -1,472.0 3,664.3 0.00 0.00 0.00

9,800.0 91 85 203.69 6,133.1 -3,447.1 -1,512.2 3,764.2 0.00 0.00 0.00
9,900.0 91 85 203.69 6,129.9 -3,538.7 -1,552.3 3,864.2 0.00 0.00 0.00

10,000.0 91.85 203.69 6,126.6 -3,630.2 -1,592.5 3,964.1 0.00 0.00 0.00
10,100.0 91.85 203.69 6,123.4 -3,721.7 -1,632.6 4,064.1 0.00 0.00 0.00
10,200.0 91.85 203.69 6,120.2 -3,813.3 -1,672.8 4,164.0 0.00 0.00 0.00

10,300.0 91.85 203.69 6,116.9 -3,904.8 -1,712.9 4,264.0 0.00 0.00 0.00
10,400.0 91.85 203.69 6,113.7 -3,996.3 -1,753.1 4,363.9 0.00 0.00 0.00
10,500.0 91.85 203.69 6,110.5 -4,087.8 -1,793.2 4,463.9 0.00 0.00 0.00
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September 17, 2010

Newfield Exploration
Planning Report

Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well GMB 3-36-8-15H
Company: Newfield Production Company TVD Reference: KB @5417.0ft (Capstar #329)
Project: Monument Butte MDReference: KB @5417.0ft (Capstar #329)
Site: GMB 3-36-8-15H North Reference: True
Well: GMB 3-36-8-15H Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (°I100ft) (*Ii00ft) (*l100ft)

10,600.0 91.85 203.69 6,107.3 -4,179.4 -1,833.4 4,563.8 0.00 0.00 0.00
10,700.0 91.85 203.69 6,104 0 -4,270.9 -1,873.5 4,663.8 0.00 0.00 0.00

10,800.0 91.85 203.69 6,100.8 -4,362.4 -1,913.7 4,763.7 0.00 0.00 0.00
10,824.9 91.85 203.69 6,100.0 -4,385.2 -1,923.7 4,788.6 0.00 0.00 0.00

3-36-8-15H BHL
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September 17, 2010

NEWFIELD PRODUCTION COMPANY
GREATER MONUMENT BUTTE 3-36-8-15H

AT SURFACE: NE/NW SECTION 36, T8S, Rl5E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT SURFACE PROGRAM

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Greater Monument Butte 3-36-8-15H
located in the NE¼ NW¼ Section 36, T8S, Rl5E, S.L.B. & M., Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.4 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southwesterly - 6.4 miles to it's junctionwith an existing
road to the southwest; proceed southwesterly -2.8 miles ±to it's junctionwith an existing road to
the south; proceed southerly - 0.5 miles ± to it's junctionwith an existing road to the southeast;
proceed in a southeasterly direction - 0.8 miles ± to it's junctionwith the beginning of the
proposed access road to the west; proceed southwesterly along the proposed access road - 810' ±
to the proposed well location.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

Approximately 810' of access road is proposed. See attached Topographic Map "B".

The proposed access road will be an 18' crown road (9' either side of the centerline) with drainage
ditches along either side of the proposed road whether it is deemed necessary in order to handle
any run-off from normal meteorological conditions that are prevalent to this area. The maximum
grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access road.

3. LOCATION OF EXISTING WELLS

Refer to EXHIBIT B.
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Ten Point Well Program &
Thirteen Point Well Program
Page 2 of 6

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery, the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum 110% of the largest tank volume within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted a flat, non-reflective, earth tone color to match one of the standard
environmental colors, as determined by the Rocky Mountain Five State Interagency Committee.
All facilities will be painted within six months of installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Newfield Production will transport water by truck for drilling purposes from the following water
sources:

Johnson Water District
Water Right: 43-7478

Neil Moon Pond
Water Right: 43-11787

Maurice Harvey Pond
Water Right: 47-1358

Newfield Collector Well
Water Right: 41-3530 (A30414DV, contracted with the Duchesne County Conservancy District).

There will be no water well drilled at this site

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (90' x 40' x 8' deep, or less) will be constructed from native soil and clay
materials. The reserve pit will receive the processed drill cutting (wet sand, shale & rock)
removed from the wellbore. Any drilling fluids, which do accumulate in the pit as a result of
shale-shaker carryover, cleaning of the sand trap, etc., will be promptly reclaimed. All drilling
fluids will be fresh water based, typically containing Total Dissolved Solids of less than 3000
PPM. No potassium chloride, chromates, trash, debris, nor any other substance deemed hazardous
will be placed in this pit. A 16 mil liner with felt will be required. Newfield requests approval
that a flare pit be constructed and utilized on this location.

A portable toilet will be provided for human waste.
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A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site at
the completion of the drilling activities.

Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S
Rl9E) or at State of Utah approved surface disposal facilities.

8. ANCILLARY FACILITIES:

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

9. WELL SITE LAYOUT:

See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) A 39-inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet,

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for production.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximated natural contours. Weather
permitting, the reserve pit will be reclaimed within one hundred twenty (120) days from
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the date of well completion. Before any dirt work takes place, the reserve pit must have
all fluids and hydrocarbons removed.

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the State of Utah will attach the appropriate
surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP: State of Utah.

12. OTHER ADDITIONAL INFORMATION:

Newfield Production Company requests 810' of planned access road to be granted. Refer to
Topographic Map "B". Newfield Production Company requests 831' of surface gas line to be
granted. Newfield Production Company requests 838' of buried water line to be granted.

It is proposed that the disturbed area will be 60' wide to allow for construction of the proposed
access road, a 10" or smaller gas gathering line, a 4" poly fuel gas line, a buried 3" steel water
injection line and a buried 3" poly water return line. The planned access road will consist of a 18'
permanent running surface (9' either side of the centerline) crowned and ditched in order to handle
any run-off from any precipitation events that are prevalent to this area. The maximum grade will
be less than 8%. There will be no culverts required along this access road. There will be turnouts
as needed along this road to allow for increases in potential traffic issues. There are no fences
encountered along this proposed road. There will be no new gates or cattle guards required. All
construction material for this access road will be borrowed material accumulated during
construction of the access road.

Both the proposed surface gas and buried water lines will tie in to the existing pipeline
infrastructure. Refer to Topographic Map "C." The proposed water pipelines will be buried in
a 4-5' deep trench constructed with a trencher or backhoe for the length of the proposal. The
equipment will run on the surface and not be flat bladed to minimize surface impacts to precious
topsoil in these High Desert environments. If possible, all proposed surface gas pipelines will be
installed on the same side of the road as existing gas lines. The construction phase of the planned
access road, proposed gas lines and proposed water lines will last approximately (5) days.

In the event that the proposed well is converted to a water injection well, a Sundry Notice form
will be applied for through the State of Utah DOGM office.

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. MOAC Report #08-301, 1/26/09. Paleontological Resource Survey prepared by, Wade
E. Miller, 3/5/09. See attached report cover pages, Exhibit "D".

a) Newfield Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Newfield is to immediately
stop work that might further disturb such materials and contact the Authorized Officer.

b) Newfield Production will control noxious weeds along rights-of-way for roads, pipelines,
well sites or other applicable facilities. On State administered land it is required that a
Pesticide Use Proposal shall be submitted and given approval prior to the application of
herbicides or other possible hazardous chemicals.
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c) Drilling rigs and/or equipment used during drilling operations on this well site will not be
stacked or stored on State Lands after the conclusion of drilling operations or at any other
time without State authorization. However, if State authorization is obtained, it is only a
temporary measure to allow time to make arrangements for permanent storage on
commercial facilities.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of
operations and any applicable Notice to Lessees. A copy of these conditions will be furnished to
the field representative to ensure compliance.

Hazardous Material Declaration

Newfield Production Company guarantees that during the drilling and completion of the Greater
Monument Butte 3-36-8-15H, Newfield will not use, produce, store, transport or dispose 10,000#
annually of any of the hazardous chemicals contained in the Environmental Protection Agency's
consolidated list of chemicals subject to reporting under Title III Superfund Amendments and
Reauthorization Act (SARA) of 1986. Newfield also guarantees that during the drilling and
completion of the Greater Monument Butte 3-36-8-15H Newfield will use, produce, store,
transport or dispose less than the threshold planning quantity (T.P.Q.)of any extremely hazardous
substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the construction
of the location and drilling activities.

Newfield Production Company or a contractor employed by Newfield Production shall contact the
State office at (801) 722-3417, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling rig.

13. LESSEE'S OR OPERATOR'S REPRENSENTATIVE AND CERTIFICATION:

Representative

Name: Tim Eaton

Address: Newfield Production Company
Route 3, Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that Newfield Production Companý is considered to be the operator of well #3-
36-8-15H, NE/NW Section 36, T8S, Rl5E, Duchesne County, Utah and is responsible under the
terms and conditions of the lease for the operations conducted upon the leased lands. Bond
coverage is provided by Bond #B001834.

I hereby certify that the proposed drill site and access route have been inspected, and I am familiar
with the conditions which currently exist; that the statements made in this plan are true and correct
to the best of my knowledge; and that the work associated with the operations proposed here will
be performed by Newfield Production Company and its contractors and subcontractors in
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conformity with this plan and the terms and conditions under which it is approved. This statement
is subject to the provisions of the 18 U.S.C. 1001for the filing of a false statement.

9/17/10 //
Date Mandie Crozier

Regulatory Specialist
Newfield Production Company

RECEIVED September 17,
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September 17, 2010

NEWFIELD EXPLORATION COMPANY
WELL PAD INTERFERENCE PLAT

3-36-8-15H (Proposed Well)
Pad Location: NENW Section 36, TBS, R15E, S.L.B.&M.

N

Edge of i z e
Proposed \¾

3-36-8-15H (PROPOSED)
,' BOTTOM HOLE E00TAGES

' J-36-8-15H (PROPOSED)
150' FSL & 150' FWL

TOP HOLE E00TAGES
J-36-8-15H (PROPOSED)
780' ENL & 2140' FWL ' /

Bearings are based de
on GPS Observations. °o

RELATIVE COORDINATES LATITUDE & LONGITUDE
From top hole to bottom hole Surfa,ce position of Wells (NAD 83)

WELL NORTH EAST WELL LATITUDE LONGITUDE
3-36-8-15H -4385' -1924 3-36-8-15H 40° 04' 46.49" 110° 10' 56.17"

SURVEYED BY: S.H. DATE SURVEYED: 06-29-10 (4JS) 781-2501

DRAWN BY: M.W. DATE DRAWN: 07-29-10 Land Surveying, Inc.
SCALE: 1" = 60' REVISED: M.W. - 08-11-10 \ 180 NORTH VERNALAVE. VERNAL,UTAH 84078
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NEWFIELD EXPLORATION CUMPANY
LOCATION LAYOUT

3-36-8-15H
Section 36, TBS, Ri5E, S.L.B.&M.

F/1 7 C 5
. MA7ER/AL Cut Slope

Toe of
. STA. 4+00

E/// S/op e
ROUND CORNER TO
Avoto DRAINAce F/1.5 rio

C/20.2
C/8. O

STA. 3+00
Existing
Orainage

2' Berrn Around
E/// Portion of Location

- RESERVE P/TS -

E/9. 4 , E/0. 1
sc

STA. 2+00 roo'|

C/6. 5

Note:
WELL HEAD: - ¯kci-g Elore pit is to
UNGRADED = 578Z 4' MATER/AL be located at

/N. GRADE = 578Z5' ¿yst 100' from

STA. 0+00

C/J.7 C/1.9 REFERENCE POINTS
PROPOSED AccESS 200' SOUTHWEST - 5779.7
ROAD (Max. 6X Grade) 250' SOUTHWEST - 5783.4'

250' NORTHWEST - 5783.9'
300' NORTHWEST - 5787.4'

SURVEYED BY: S.H. DATE SURVEYED: 06-29-10 i State ""> '''-26°'

DRAWN BY: M.W. DATE DRAWN: 07--20-10 Land Surveying, Inc.
SCALE: 1" = 60' REVISED: M.W. - 08-11-10 x 180 NORTH VERNALAVE. VERNAL, UTAH 84078
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NEWFIELD EXPLORATION COMPANY
CROSS SECTIONS

3-36-8-15H
Se 3 T R 5 L ,,

1" = 60' S M. 4+00

1" =
60° SM. J+00

EX/ST/NG
GRADE

H

1" 60 SM. 2+00

o

1" = 60 SM. 0+00 ESTIMATED EARTHWORKQUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

PAD 9,740 9,740 ToPsoil is 0
NOTE: not included -

UNLESS OTHERWISENOTED PIT 4,100 0 in Pad Cut 4,100
CUT SLOPES ARE AT 1:1 TOTALS 13,840 9,740 1,940 4,100
FILL SLOPES ARE AT 1.5:1

SURVEYED BY: S.H. DATE SURVEYED: 06-29-10 i State f*sa '"'-26°'

DRAWN BY: M.W. DATE DRAWN: 07-20-10 Land Surveying, Inc.
SCALE: 1" = 60' REVlŠED: M.W. - 08-11-10 x 180 NORTH VERNALAVE. VERNAL,UTAH 84078
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NEWFIELD EXPLORATION CUMPANY
TYPICAL RIG LAYOUT

3-36-8-15H
Section 36. TBS, Ri5E, S.L.B.&M.

H 110'

L_L_LJ_M L_L_L_l
S ORAGE

Exag PRE Mix

O TOILET
MP

RESERVE P/1S - 6

7JO' ¯ _ 50'¯9 7|lliroo'lill '
CHANGEHOUSE I Ã

FLARE
P/T

PROPOSED ACCESS /
ROAD (Max. 6X Grade)

SURVEYED BY: S.H. DATE SURVEYED: 06-29-10 (4]S) 781-2501

DRAWNBY: M.W. DATE DRAWN: 07-20-10 La,nd Surveying, Inc.
SCALE: 1" = 60' REVISED: M.W. - 08-11-10 \ 180 NORTH VERNALAVE. VERNAL, UTAH 840/8
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Access Road Map

MYTON

VALLEY

0.6 mi.

Proposed Location |seeTopo "B"

3-36-8-15H

Legend
M Existing Road

Proposed Road

e:<es>rar-2so: N NEWFIELD EXPLORATION COMPANY
F (435) 781-2518

Tri State 3-36-8-15H
Land Surveying, Inc. SEC. 36, T8S, R15E, S.L.B.&M.

180NORTHVERNALAVE. VERNAL,UTAHB4078 Duchesne County, UT.
DRAWN BY: C H.M. SHEET
DATE: 08-07-2010 TOPDGRAPHIC MAP
SCALE: 1:100
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Access Road Map

Proposed Location
3-36-8-15H

810'

Legend
M Existing Road

Proposed Road

e:<<ss>rar-2sof N NEWFIELD EXPLORATION COMPANY
F: (435} 781-2518

Tri State 3-36-8-15H
Land Surveying, Inc. SEC. 36, T8S, R15E, S.L.B.&M.

1ß0NORTHVERNALAVE VERNAL,UTAHB4078 Duchesne County, UT.

TOPOBRAPHID MAP
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Proposed Pipeline Map I

Proposed Location
3-36-8-15H

T!e in at Proposed
Waterline

Tle in at Proposed
Gas Pipeline

t 838'
±831'

Legend
J Existing Road

--• Proposed Waterline
---• Proposed Gas Pipeline

e Nas>>at-26ef N NEWFIELD EXPLORATION COMPANY
F: (436) 781-2518

Tri State 3-36-8-15H
Land Surveying, Inc. SEC. 36, T8S, R15E, S.L.B.&M.

180NORTHVERNALAVEVERNAL,UTAHB4078 Duchesne County, UT.
DRAWN BY: C.H M. SHEET
DATE: 08-07-2010 TOPOGRAPHIC MAP gSCALE: i * = 2 000 '
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Exhibit "B" Map

Proposed Location
3-36-8-15H

e

••• • •• •

eo•.•••

• ,
• e s

e e , e

Legend
1 Mile Radius

O Proposed Location

e:Masna ses N NEWFIELD EXPLORATION COMPANY
F µaspa1-25f a

Tri State 3-36-8-15H
Land Surveying, Inc. Í SEC. 36, T8S, R15E, S.L.B.&M.

1ß0NORTHVERNALAVE. VERNAL,UTAHMOm Duchesne County, UT.
DRAWNBY: C.H.M. SHEET
DATE: 08-07-2010 TO POS RA PH I C M A P
SCALE: 1 =2000°

KELi..IVEU ooptonibei li,
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CULTURALRESOURCE INVENTORYOF
NEWFIELDEXPLORATION'SFOUR BLOCKPARCELS

(TSS, R15E, SECTIONS 25, 26, 35, AND 36)
DUCHESNECOUNTY,UTAH

By:

Nicole Shelnut

Prepared For:

Bureau of Land Management
Vernal Field Office

and
School & Institutional

Trust Lands Administration

Prepared Under Contract With:

Newfield Exploration Company
Rt. 3 Box 3630

Myton,UT 84052

Prepared By:

Montgomery Archaeological Consultants, Inc.
P.O. Box 219

Moab, Utah 84532

MOACReport No. 08-301

January 26, 2009
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I
PALEONTOLOGICAL SURVEYOF PROPOSED

PRODUCITON DEVELOPMENT AREAS,
UCHESNE UINTAH CØUNTIES, UTAH

l (Includes Water Pipeline Surveys)

Section36 [Entire Section, excluding SW 1/4, NE 1/4 & SE 1/4, SE 1/4 (7 & 16-36-8-15)];
Section 25 [EntireSection];Section 26 [SE 1/4, NE 1/4, &SE 1/4 ( 8, 9, 10 ,15 & 16-26-8-15)];

i Section 35 [NE 1/4, SE 1/4& SW 1/4, NE 1/4 (1, 7 & 8-35-8-15), SE 1/4, NW 1/4 (6-35-8-15),
NE 1/4 & SE 1/4, SW 1/4 (11 & 14-35-8-15), & SE 1/4 ( 9, 10, 15 & 16-35-8-15)].NE 1/4 & SE
1/4, Section 32, T 8 S, R 17 E (11 & 14-32-8-17); NE 1/4, SE 1/4, Section 6, T 9 S, R 19 E (43-

I 6-9-19); NE 1/4, SE 1/4, Section 7, T 9 S, R 17 E (43-7-9-17); SE 1/4, SE 1/4, Section 4, T 9 S,
R 16 E (16-4-9-16)

I
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I
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Newfield Exploration Company

Prepared by:

Wade E. Miller
Consulting Paleontologist

March 5, 2009

I
I

RECEIVED September 17,



BLM - Vernal Field Office - Notification Form

Operator Newfield Exploration Rig Name/# Ross Riq # 29
Submitted By Don Bastian Phone Number 435-823-
6012
Well Name/Number Greater Monument Butte 3-36-8-15H
Qtr/QtrNE/NW Section _3_6 Township _83_ Range 15E
Lease Serial Number ML-21835
API Number 43-013-34232

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time 12/26/10 8:00 AM PM

Casing - Please report time casing run starts, not cementing
times.

Surface Casing
Intermediate Casing
Production Casing
Liner
Other

Date/Time 12/27/10 10:00 AM PM

BOPE
Initial BOPEtest at surface casing point
BOPEtest at intermediate casing point
30 day BOPEtest
Other

Date/Time 12/24/10 2:00 AM



Remarks Ross Rig #29 Will Spud The Greater Monument Butte
3-36-8-15H @8:00 AM 12/26/10 And Run 8 5/8" Casinq @10:00
AM



API Well No: 43013342320000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-21835 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 GMB 3-36-8-15H 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013342320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0780 FNL 2140 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

1/4/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield requests to change the production casing design for the above
mentioned well that is currently being drilled. The change in design is in the
horizontal portion of the well only. Due to geological requirements, a special

density LWD (logging while drilling) tool will be used. This tool is only available
in 4-3/4” tool size. The well will be drilled as previously submitted in the

vertical and curve sections (7-7/8” hole size). Once the well is landed in the
Basal Carbonate formation the hole size will be changed to 6-1/8”. The

production casing will be changed to 4-1/2”, 11.6#, N-80, LTC in the lateral
portion of the well only. All other tubulars and production casing info will

remain as originally submitted.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 1/4/2011

January 04, 2011

01/10/2011

iPI Well No: 43013342320000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "MLLEAS1EæD5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well GMB 3-36-8-15H

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013342320000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Bo× 3630 , Myton, UT, 84052 435 646-4825 E×t MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0780 FNL 2140 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 36 Township: 08.05 Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

1/4/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield requests to change the production casing design for the above
mentioned well that is currently being drilled. The change in design is in the Approved by the
horizontal portion of the well only. Due to geological requirements, a special Utah Division of

density LWD (logging while drilling) tool will be used. This tool is only available Oil, Gas and Mining
in 4-3/4" tool size. The well will be drilled as previously submitted in the

vertical and curve sections (7-7/8" hole size). Once the well is landed in tl1Date: 01/10/29-11
Basal Carbonate formation the hole size will be changed to 6-1/8". The

production casing will be changed to 4-1/2", 11.6#, N-80, LTC in the later<gy:
portion of the well only. All other tubulars and production casing info will

remain as originally submitted.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 1/4/2011

RECEIVED January 04,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43013342320000

Cement volume for the 4 1/2" production string shall be determined from actual hole
diameter in order to place cement from the pipe setting depth back to 1300' MD in order

to adequately isolate the Green River formation. 

01/10/2011

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI GAS & M1NTNG

Sundry Conditions of Approval Well Number 43013342320000

Cement volume for the 4 1/2" production string shall be determined from actual hole
diameter in order to place cement from the pipe setting depth back to 1300' MD in order

to adequately isolate the Green River formation.

Approved by the
Utah Division of

Oil, Gas and Mining

Date: 01/10/2911



01/10/2011

Well name: 43013342320001 State 3-36-8-15Hrev.
Operator: Newfield Production Company
String type: Production Project ID:

43-013-34232-0001
Location: Duchesne County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 150 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00 Cement top: Metft

Max anticipated surface
pressure: 1,510 psi ' IL

Internal gradient: 0.220 psilft Tension: Directional well informa'tion:
Calculated BHP 2,852 psi 8 Round STC: 1.80 (J) Kick-off point 5762 ft

8 Round LTC: 1.80 (J) Departure at shoe: 4788 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 12 °/100ft

Premium: 1.50 (J) Inclination at shoe: 91.86 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 5,279 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (fta)
1 10825 4.5 11.60 N-80 LT&C 6100 10825 3.875 944.7

Run Collapse Collapse Collapse Burst Burat Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2852 6350 2.227 2883 7780 2.70 61 223 3.64 J /

Approved by the
Utah Division of

Oil, Gas and Mining

Date: 01/10/2 11

By:

Prepared Helen Sadik-Macdonald Phone: 810-538-5357 Date: January 10,2011
by: Div of Oil,Gas & Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemlermethod of biaxial correction for tension.
Collapse is based on a vertical depth of 6100 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplyingthe tensilestress by the cross section area to calculate a

Engineering responsibility for use of thisdesign willbe thatof the



STATEOF UTAH OPERATOR: NEWFIELD PRODUCTION COMPANY OPERATORACCT.No. N2695DMSION OF OIL,GASANDMINiNG ADDRESS: RT. 3 BOX 3630
ENTITY ACTION FORM -FORM 6 MYTON, UT 84052

ACilcN CURRENT NEW APINUMBER WEU.NAME WELLt.CCATON SPUD EFFECTIVECODE ENTitY NO. ENTITYNO. ( QQ 60 IV RG UUUN i Y DATE DATË

B 99999 17400 4301334224 STATE12-36-8-15 NWSW 36 8S 15E DUCHESNE 12/29/2010 / Já/WEl.L1COMMEN13:C,MV
ACTION CURRENT NEW AP NUMBER WELLNAME WELLLOCATION SPUD EFFECTIVECODE W400

4301334229 STATE6-36-8-15

SEœNW

36 8S 15E DUC ESNE

12/2D3/2010

Ñ Ò//
GNV

ACTION CURRENT NEW API NUMBER WELL NAME WELLLOCAft0N SPUD EFFECTIVECODE ENTITY NO, ENTITY NO. QQ - G JP NG GUUN i Y DATE
GREATERMONBUTTE

B 99999 17400 4301334232 3-36-8-15H NENW 36 8S 15E DUCHESNE 12/26/2010 //$// AO//

AffiON CURRENT NEW APINUMBER WELLNAME WELLLOCATION S 0 ECODE ENTITYNO, ENTlTYNO. 00 so TP RG COUNTY DATE DATEGREATERMONBUTTE
B 99999 17400 4301350213 P-26-8-16 SESE SS 16E DUCHESNE 12/30/2010 Í p/

GitR ll 3#C Se c > ca>s J
ACTloN CURRENT NEW API NUMBER WELLNAME WELLLOCATION SPUD EPFECTIVECODE ENTilY NO. EMITTYNO. CO SC TP RG COUNTY DATE DATE

GREATERMON BUTTE ÊŸ
B 99999 17400 4301350214 E-35-8-16 SESE g 8S 16E DUCHESNE 12/29/2010 / Ñg go//

ACTION CURRENT NEW APtNUMBER WEI.LNAME WELLLOCATION SPUD EFFECTIVECODE ENTITYNO. ENTITYNO. 00 SC TP RG COUNTY DATE DATE

GREATERMON BUTTE $6/16
B 99999 17400 4301350235 J-25-8-16 - 25 SS 16E DUCHESNE 12/29/2010 Ñ// O//

ACTIONCODES (See Instructionson backofform)
4. i newenmytor newwan(sinolowen ente

Jentri ParkB.•woitoexistingentity(glouperun1twe11) RECEIVED warC. Somoneoxistingentilytoanother existingentity
o - wenf<om onnexisungentayte n newenmi

P c6on lerk 01/04/11
E. thor(oxplainincommentssocd- JAN1 8 2011

NOTE: UseCOMMENTsectlento explainwhyeachAction 0000 Was BoloClod.

DIV.0F0lL,GAS&



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

L S ESIGNATIONAND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING T TR¾gIg1g35

SUNDRY NOTICES AND REPORTS ON W I A L TRIBENAME:

or & ReigM N IEDo not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILL form for such proposals. GMBU

l. TYPE OF WELL: 8. WELLNAME andNUMBER:
OIL WELL GAS WELL OTHER STATE3-36-8-15

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTIONCOMPANY 4301334232
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD ANDPOOL, OR WILDCAT:

Route 3 Box 3630 CTTY Myton STATE UT zlP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 0780 FNL, 2140 FWL COUNTY: DUCHESNE

OTRJOTR. SECTÏON.TOWNSHIP. RANGE.MERIDIAN: NENW, 36, T8S, Rl5E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENT FORMATIONO NOTICEOF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work will CASINGREPAIR NEW CONSTRUCTION TEMPORARITLYABANDON

O CHANGE TO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT Q CHANGEWELL NAME PLUGBACK WATER DISPOSAL
(SubmitOriginalForm Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATIONOF WELL SITE OTHER: - Weekly StatusReport

02/26/2011 Q CONVERT WELL TYPE RECOMPLETE - DIFFERENTFORMATION

12. DESCRIBE PROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths,volumes, etc.

The above subject well was completed on 02-26-11, attached is a daily completion status report.

NAME (PLEASEPRINr Luc havez ot TrrLE Administrative Assistant

(This space for State use only)

RECEIVED
MM2 i



Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

GREATER MB 3-36-8-15H
12/1/2010To4/28/2011

1/24/2011 Day: 1 Completion

Rigless on 1/24/2011 - Set HE plug & dump bail sand on plug. - MIRU The Perforators
wireline. Set HE plug @ 5820'. Dump bail sand on top of plug. RD wireline. SWIFN.
Daily Cost: $0
Cumulative Cost: $7,386

1/26/2011 Day: 2 Completion

NC #3 on 1/26/2011 - MIRU NC #3. RU Schaeffer BOP. RIH w/ tbg. Open port collar. Pump
cement to surface. Shut port collar. Pressure test csg. & port collar to 3000 psi. SWIFN. -

MIRU NC #3. NU Schaeffer BOP. RIH w/ port collar shifting tool & 2 7/8" tbg. Latch into port
collar @ 5727'. RU BJ Services. Put 200 psi on tbg. Open port collar. Pump 300 sks 11 ppg
cement & 320 sks 14.4 ppg cement down tbg. returning up surface csg. Returned good
cement at surface. Shut port collar. RIH w/ tbg. to 5765'. Reverse circulate down csg. up tbg.
for cleanup. Pressure test csg. & port collar to 3000 psi. No bleed off. Pull up to 5604'. SWIFN.
Daily Cost: $0
Cumulative Cost: $28,375

1/27/2011 Day: 3 Completion

NC #3 on 1/27/2011 - ND BOP. RD NC #3. - ND BOP. Hang tbg. off on B1 adapter. RD NC #3.
SWIFN.
Daily Cost: $0
Cumulative Cost: $30,318

2/1/2011 Day: 4 Completion

Nabors #1608 on 2/1/2011 - MIRU Nabors #1608. NU BOP. POOH w/ tbg. NU frac mandrel &
10k frac valve. Pressure test to 6200 psi. - MIRU Nabors #1608. ND BOP. RIH w/ tbg. Tag fill
@ 5997'. POOH w/ tbg. ND BOP. NU Cameron frac mandrel and Weatherford 10K frac valve.
RU Heat Waves pump truck. Pressure test csg., frac mandrel & frac valve to 6200 psi. RD
pump truck. SWIFN.
Daily Cost: $0
Cumulative Cost: $36,465

2/7/2011 Day: 5 Completion

Nabors #1608 on 2/7/2011 - Run CBL. - Install 5M frac head. NU 5M Cameron BOP. RU H/O
truck & pressure test casing, blind rams, frac head & casing valves to 4500 psi. RU Perforators
LLC WLT w/ mast & run CBL under pressure. WLTD @ 5955' cement top @ 90'. SWIFN.
Daily Cost: $0
Cumulative Cost: $43,397

2/12/2011 Day: 6 Completion

http://www.inewfld.com/denver/SumActRpt.asp?RC=249091&API=4301334232&MinDa...



Summary Rig Activity Page 2 of 3

Nabors #1608 on 2/12/2011 - RU frac tree & flowback manifold & lines. - RU Weatherford frac
tree. RU flowback lines. Pressure test frac tree & flowback manifold to 7000 psi.
Daily Cost: $0
Cumulative Cost: $49,722

2/22/2011 Day: 7 Completion

Nabors #1608 on 2/22/2011 - Frac 5 of 12 stages. - Frac remaining stages. Will enter
stimulation reports when BJ Services finishes frac report. Open well to pit for immediate
flowback. - ND Weatherford frac tree. RU The Perforatrors wireline. Set Weatherford WRP plug
@ 1010'. Bleed off well. RD wireline. ND frac valve & frac sleeve. NU Cameron BOP w/ slip
rams, Schaeffer BOP & mini snubbing unit. SWIFN. - Frac 5 of 12 stages. Will enter
stimulation report when BJ Services finishes frac report. - Frac remaining stages. Will enter
stimulation reports when BJ Services finishes frac report. Open well to pit for immediate
flowback. - Frac 5 of 12 stages. Will enter stimulation report when BJ Services finishes frac
report. - ND Weatherford frac tree. RU The Perforatrors wireline. Set Weatherford WRP plug @
1010'. Bleed off well. RD wireline. ND frac valve & frac sleeve. NU Cameron BOP w/ slip rams,
Schaeffer BOP & mini snubbing unit. SWIFN. - Frac remaining stages. Will enter stimulation
reports when BJ Services finishes frac report. Open well to pit for immediate flowback. - Frac
5 of 12 stages. Will enter stimulation report when BJ Services finishes frac report. - ND
Weatherford frac tree. RU The Perforatrors wireline. Set Weatherford WRP plug @ 1010'.
Bleed off well. RD wireline. ND frac valve & frac sleeve. NU Cameron BOP w/ slip rams,
Schaeffer BOP & mini snubbing unit. SWIFN.
Daily Cost: $0
Cumulative Cost: $73,531

2/23/2011 Day: 10 Completion

WWS #5 on 2/23/2011 - POOH w/ plug. Snub in hole w/ partial production string. - Snub in
hole w/ retrieving head & tbg. Latch onto plug. Release plug. Snub out of hole w/ tbg. LD
plug. Snub in hole w/ partial tbg. string. SWIFN.
Daily Cost: $0
Cumulative Cost: $521,132

2/24/2011 Day: 11 Completion

WWS #5 on 2/24/2011 - Cont. RIH w/ tbg. ND BOP. Attempt to set TAC w/ no success. NU
BOP. - 750 psi on well. Cont. RIH w/ tbg. string. Circulate well w/ 10# brine. ND BOP. Attempt
to set TAC w/ no success. NU BOP.
Daily Cost: $0
Cumulative Cost: $570,075

2/25/2011 Day: 12 Completion

WWS #5 on 2/25/2011 - Round trip tbg. for new TAC. ND BOP. Set TAC @ 6112' w/ 18,000#
tension. NU wellhead. RD. - Csg. @ 75 psi, tbg. @ 75 psi. Bleed off well. POOH w/ tbg.,
stopping once to circulate well clean (swabbing oil w/ TAC). TAC was missing one set of drag
springs. MU new TAC. RIH w/ tbg., drifting tbg. ND BOP. Set TAC @ 6112' w/ 18,000#
tension. NU wellhead. RD.
Daily Cost: $0
Cumulative Cost: $623,173

http://www.inewfld.com/denver/SumActRpt.asp?RC=249091&API=4301334232&MinDa...



Summary Rig Activity Page 3 of 3

2/26/2011 Day: 13 Completion

Rigless on 2/26/2011 - Run Corod. Seat pump. Stroke test to 600 psi. Good pump action. RU
pumping unit. Hang off rods. - MIRU Weatherford Corod unit. Flush tbg. w/ 50 bbis water. RIH
w/ CDI 2 1/2" x 1 3/4" x 20' RTBC MacGyver pump, 3/4" x 2' stabalizer sub, on/off tool, 3/4"
× 2' stabalizer sub, SE 4 corod, 1- 8', 6', 4', 2' x 7/8" pony subs, 1 1/2" x 30' polished rod.
Seat pump. Stroke test to 600 psi. Good pump action. RU pumping unit. Hang off rods.
Counter weights need to be adjusted. MIRU B&G Crane. Adjust counter weights. PWOP @
7:00 p.m. 4.5 SPM, 144" stroke length. Finalizecl
Daily Cost: $0
Cumulative Cost: $689,703

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=249091&API=4301334232&MinDa...



Form 3160-4
(August 2007) . *

UNIT
FORM APPROVEDDEPARTME OMB NO. 1004-0137

BUREAU OF G Expires: July 31, 2010

WELL COMPLETION OR RE MPLETION REPORT AND LOG 5. Lease Serial No.
ML-21835

la. Type of Well Oil Well Gas Well Dry Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion: 2 New Well Work Over Deepen Plug Back Diff. Resvr.,

Other. 7. Unit or CA Agreement Nameand No.
GMBU

2. Name of Operator 8. Lease Name and Well No.
NEWFIELD EXPLORATION COMPANY GMB 3-36-8-15H
3. Address 3a. Phone No. (include area code) 9. AFI Well No.

1401 17TH ST. SUITE 1000 DENVER, CO 80202 (435) 646-3721 43-013-34232
4. Locationof Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Poolor Exploratory

gy;g GREATER MB UNIT
At surface 780' FNL & 2140' FWL (NEINW) SEC. 36, T8S, R15E (ML-21835) 11. Sec., T., R., M., on Block and

Survey or Area
SEC. 36, TSS, R15E

At top prod. interval reported below 1444' FNL & 1602' FWL (SE/NW) SEC. 36, T8S, R15E (ML-21835)
. 12. County or Parish 13. State

At fotaldepth 132' FSL & 261' FWL (SWISW) SEC. 36, T8S, R15E (ML-21835) DUCHESNE UT
14. Date Spudded 15. Date T.D. Reached 16. Date Completed 02/25/2011 17. Elevations (DF, RKB, RT, GL)*
12/26/2010 01/23/2011 D & A Ready to Prod. 5787' GL 5799' KB

18. Total Depth: MD 10844' 19. Plug Back T.D.: MD 10803' 20. Depth Bridge Plug Set: MD
TVD 6128' O TVD \ Q () TVD

21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? O No Yes (Submit analysis)
DUAL IND GRD, SP, COMP. DENSITY,COMP. NEUTRON,GR,CALIPER, CMTBOND Was DST run? No Yes (Submit report)

Directional Survey? No Yes (Submit copy)
23. Casingand Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#/ft.) Top (MD) Bottom (MD) Stage Cemhenter No f SC
m nt

Si Vol. Cement Top* Amount Pulled

12-1/4" 8-5/8" J-55 24# 0 508' 260 CLASS G
7-7/8" 5-1/2" M-80 17# O 6564' 300 PRIMLITE 90'
6-1/8" 5-1/2" P-110 11.6# 6564' 10806' 320 50/50 POZ

24. Tubing tecord
Size | Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2-7/8" EOT@ 6278' TA @6112'
25. Producing Intervals 26. PerforationRecord

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) Green River 6786' 10673' 6786-10673' 16.9 sq. in. 12 SlidingSleeve
B)

C)

D)

27. Acid, Fracture, Treatment, Cement Squeeze,etc.
Depth Interval Amount and Type of Material

6786-10673' Frac w/ 711581#'s 100 mesh & 30/50 sand in 26537 bbis of fluid in 12 stages

28. Production - Interval A
Date First fest Date Hours fest 3il Gas Water OilGravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr.API Gravity CDI 2-1/2" x 1-3/4" x 20' RTBCMacGyverPump,
02/18/11 03/15/11 24 122 51 25 3/4" x 2' stabilizer sub, on/off tool

Choke Ibg. Press. Osg. 24 Hr Oil Gas Water Gas/Oil WellStatus
Size Flwg. Press. Rate BBL MCF BBL Ratio PRODUCING

SI

28a. Production - Interval B
Date First Test Date Hours Test Oil Gas Water OilGravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr.API 3ravity

Choke Tbg. Press. Osg. 24 Hr. Oil Gas Water Gas/Oil Well Status RECElvt·DSize F1wg. Press. Rate BBL MCF BBL Ratio

*(See instructions and spaces for additional data on page 2)

DEOFCR.,CAS&



28b. Production - Interval C
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Osg. 24 Hr. 3il Gas Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid,used forJiiel, vented, etc.)

SOLD & USED FOR FUEL

30. Summary of Porous Zones (Include Aquifers): . 31. Formation (Log) Markers

Showall important zones of porosity and contents thereof: Cored intervals and all drill-stem tests' GEOLOGICAL MARKERSincluding depth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents,etc. Name

Meas. Depth

GREEN RIVER 6786' 10673' GARDEN GULCH MRK 3848'
GARDEN GULCH 1 4078'

GARDENGULCH2 4195'
POINT 3 4466'

XMRKR 4738'
YMRKR 4774'

DOUGALSCREEKMRK 4890°
BI CARBONATE MRK 5139'

B LIMESTON MRK 5264'
CASTLE PEAK 578T

BASAL CARBONATE 6315'

32. Additional remarks (include plugging procet ure):

· e

33. Indicate which items have been attached by placing a check in the appropriate boxes: DECEIVED
O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cernent verification Core Analysis Other: Drilling Daily Activity

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached inIÈtion)
ame ce yC o TDatle Adrninis0trativeAssistant

Title 18 U.S.C.Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Continuedon page3) (Form 3160-4, page



Weatherford°
Weatherford International Ltd.
2000 Oil Drive
Casper, WY 82604
Tel. 307-268-7900 Fax 307-235-3958

Date: January 17, 2011

Attention: Lucy Chavez-Naupoto Re: Newfield Exploration
GMB3-36-8-15H
DUCHESNE COUNTY, UT

Attached to this letter is a copy of the surveys taken by Precision Energy Services, a
Weatherford International Ltd. company, MWD equipment on the subject well. The
surveys from 527' to 10784' MD represent, to the best of our knowledge, a true and
accurate survey of the wellbore at the timethe survey was run.

Digitallysigned by

T We - TracyWilliamsracy illiams=
o=Weatherford
Intemational Ltd

,

c=US
Date: 2009.09.22

vamom- 09:41:38 -06 00

Tracy Williams
Well Planning Department

Cc: Hans Wychgram
Newfield Exploration

RECEIVED
JUN13 2011

C"



MWFIELD Weatherford International Ltd.
Survey Repod Weatherford

Company: NEWFIELD EXPLORATION CO. Local Co-ordinate Reference: We11GMB 3-36-8-15H

Projeci: DUCHESNE COUNTY, UT TVD Reference: WELL @5800.00ft (CAPSTAR 329)
Site: GMB 3-36-8-15H MD Reference: WELL @5800.00ft (CAPSTAR 329)
Well: GMB 3-36-8-15H North Reference: True
Wellbore: GMB3-36-8-15H Survey Calculation Method: Minimum Curvature
Design: GMB 3-36-8-15H Database: EDM 2003.21 Single User Db

Project DUCHESNE COUNTY, UT

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone

Site GMB 3-36-8-15H

Site Position: North ing: 7,200,427.22ft Latitude: 40° 4' 46.490 N
From: Lat/Long Easting: 2,009,119.80ft Longitude: 110° 10' 56.170 W
Position Uncertainty: 0.00 ft Slot Radius: " Grid Convergence: 0.84 °

Well GMB 3-36-8-15H

Well Position +NI-S 0.00 ft Northing: 7,200,427.22 ft Latitude: 40° 4' 46.490 N
+El-W 0.00 ft Easting: 2,009,119.80 ft Longitude: 110° 10' 56.170 W

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 5,787.40 ft

Wellbore GMB 3-36-8-15H

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(*) (*) (nT)
BGGM2010 12/21/2010 11 47 65.83 52,293

Design GMB 3-36-8-15H

Audit Notes:
Version: 1 0 Phase: ACTUAL Tie On Depth: 0.00

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (*)

0.00 0.00 0.00 220.24

Survey Program Date 5/17/2011 RECEIVED
From To

(ft) (ft) Survey (Wellbom) Tool Name Description

527.00 10,844.00 Survey #1 (GMB 3-36-8-15H) MWD MWD - Standard

Survey C , CAS&MINING

Measured Vertical Vertical Dogleg Build Turn
Depth htclination Azimuth Depth +N/-S +El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (it) (ft) (ft) (*/100ft) (*Ii00ft) (*Ii00ft)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
527.00 0.46 321.09 526.99 1.65 -1.33 -0.40 0.09 0.09 0.00
619.00 0.62 197.97 618.99 1.46 -1.71 -0.01 1.04 0.17 -133.83

709.00 0.53 203.64 708.99 0.62 -2.03 0.84 0.12 -0.10 6.30
739.00 0.49 189.53 738.99 0.36 -2.11 1.09 0.44 -0.13 -47.03

861.00 0.57 196.26 860.98 -0.74 -2.36 2.09 0.08 0.07 5.52
952.00 0.70 201.80 951.98 -1.69 -2.70 3.03 0.16 0.14 6.09

1,042.00 0.70 217.09 1,041.97 -2.63 -3.23 4.10 0.21 0.00 16.99
1,133.00 0.44 193.53 1,132.96 -3.42 -3.65 4.97 0.38 -0.29 -25.89

1,224.00 0.48 178.24 1,223.96 -4.14 -3.72 5.56 0.14 0.04 -16.80

1,314.00 0.26 178.64 1,313.96 -4.72 -3.70 6.00 0.24 -0.24 0.44
1,405.00 0.44 174.15 1,404.96 -5.27 -3.66 6.39 0.20 0.20 -4.93

1,496.00 0.26 189.10 1,495.96 -5.83 -3.66 6.81 0.22 -0.20 16.43

5/26/2011 8:55 37AM Page 2 COMPASS 2003.21 Build



NEWFIEIl Weatherford international Ltd.
Survey Report maaenonr

Company: NEWFIELD EXPLORATION CO. Local Co-ordinate Reference: Well GMB 3-36-8-15H
Project: DUCHESNECOUNTY, UT TVDReference: WELL@5800.00ft (CAPSTAR 329)
Site: GMB3-36-8-15H MD Reference: WELL@5800.00ft (CAPSTAR 329)
Well: GMB3-36-8-15H North Reference: True
Wellbore: GMB3-36-8-15H Survey Calculation Method MinímumCurvature
Design: GMB 3-36-8-15H Database: EDM2003.21 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-8 +El-W Bection Rate Rate Rate

(ft) y•) •) (ft) (ft) (it) (ft) (°I100ft) (*Ii00ft) (*I100ft)

1,586.00 0.53 198.54 1,585.95 -6.42 -3.83 7.37 0.31 0.30 10.49
1,677.00 0.40 212.87 1,676.95 -7.09 -4.13 8.08, 0.19 -0.14 15.75
1,768.00 0.70 224.12 1,767.95 -7.75 -4.69 8.95 0.35 0.33 12.36
1,858.00 0.83 226.50 1,857.94 -8.60 -5.55 10.15 0.15 0.14 2.64
1,949.00 0.73 228.15 1,948.93 -9.44 -6.46 11.37 0.11 -0.11 1.81
2,040.00 0.96 235.88 2,039.92 -10.25 -7.52 12.68 0.28 0.25 8.49
2,131.00 0.97 230.05 2,130.91 -11.17 -8.74 14.18 0.11 0.01 -6.41

2,221.00 1.08 228.73 2,220.89 -12.22 -9.96 15.77 0.12 0.12 -1.47

2,312.00 1.10 230.97 2,311.88 -13.34 -11.29 17.47 0.05 0.02 2.46
2,403.00 1.27 229.70 2,402.86 -14.54 -12.73 19.32 0.19 0.19 -1.40 |
2,493.00 1.49 231.19 2,492.83 -15.92 -14.41 21.46 0.25 0.24 1.66
2,584.00 1.67 234.45 2,583.80 -17.43 -16.41 23.90 0.22 0.20 3.58 i

2,675.00 0.92 208.69 2,674.77 -18.84 -17.84 25.91 1.02 -0.82 -28.31

2,765.00 0.83 207.73 2,764.76 -20.05 -18.49 27.25 0.10 -0.10 -1.07

2,856.00 1.01 223.28 2,855.75 -21.22 -19.34 28.69 0.34 0.20 17.09
2,947.00 1.05 236.78 2,946.74 -22.26 -20.59 30.29 0.27 0.04 14.84
3,037.00 0.83 243.41 3,036.72 -23.01 -21.86 31.68 0.27 -0.24 7.37

3,128.00 0.92 245.17 3,127.71 -23.61 -23.12 32.95 0.10 0.10 1.93
3,219.00 1.14 246.40 3,218.70 -24.28 -24.61 34.43 0.24 0.24 1.35
3,309.00 1.58 240.77 3,308.67 -25.24 -26.51 36.39 0.51 0.49 -6.26

3,445.00 1.49 233.44 3,444.62 -27.21 -29.57 39.87 0.16 -0.07 -5.39

3,536.00 1.01 172.57 3,535.61 -28.71 -30.41 41.56 1.46 -0.53 -66.89

3,627.00 0.09 93.07 3,626.60 -29.51 -30.24 42.06 1.10 -1.01 -87.36

3,763.00 0.44 187.07 3,762.60 -30.03 -30.20 42.43 0.33 0.26 69.12
3,853.00 0.76 203.65 3,852.60 -30.92 -30.48 43.29 0.40 0.36 18.42
3,944.00 0.97 224.43 3,943.59 -32.03 -31.26 44.64 0.41 0.23 22.84
4,035.00 1.23 216.65 4,034.57 -33.36 -32.38 46.38 0.33 0.29 -8.55

4,125.00 0.44 142.78 4,124.56 -34.41 -32.75 47.42 1.32 -0,88 -82.08

4,216.00 0.48 217.09 4,215.56 -34.99 -32.77 47.88 0.61 0.04 81.66
4,307.00 0.70 214.41 4,306.55 -35.75 -33.31 48.81 0.24 0.24 -2.95

4,397.00 0.79 225.22 4,396.55 -36.64 -34.06 49.98 0.19 0.10 12.01
4,488.00 1.10 223.88 4,487.53 -37.72 -35.11 51.47 0.34 0.34 -1.47

4,579.00 1.27 215.68 4,578.51 -39.16 -36.31 53.35 0.26 0.19 -9.01

4,669.00 1.36 224.25 4,668.49 -40.74 -37.63 55.41 0.24 0.10 9.52
4,760.00 1.71 219.29 4,759.46 -42.56 -39.25 57.84 0.41 0.38 -5.45

4,851.00 0.13 201.88 4,850.44 -43.71 -40.15 59.30 1.74 -1.74 -19.13

4,941.00 0.26 225.79 4,940.44 -43.95 -40.33 59.60 0.17 0.14 26.57
5,032.00 0.83 227.85 5,031.44 -44.53 -40.97 60.46 0.63 0.63 2.26
5,123.00 1.20 230.20 5,122.42 -45.59 -42.19 62.05 0.41 0.41 2.58
5,213.00 1.56 222.47 5,212.40 -47.09 -43.74 64.20 0.45 0.40 -8.59

5,304.00 1.05 143.83 5,303.38 -48.68 --44.08 65.64 1.87 -0.56 -86.42

5,395.00 1.36 156.31 5,394.36 -50.34 -43.16 66.31 0.44 0.34 13.71

5,485.00 1.45 165.23 5,484.33 -52.42 -42.44 67.43 0.26 0.10 9.91
5,661.00 1.76 180.75 5,660.26 -57.28 -41.91 70.79 0.30 0.18 8.82
5,687.00 1.88 177.52 5,686.25 -58.10 -41.89 71.42 0.61 0.46 -12.42

5,717.00 3.22 198.34 5,716.22 -59.39 -42.14 72.56 5.36 4.47 69.40
5,747.00 5.95 205.27 5,746.12 -61.60 -43.07 74.84 9.27 9.10 23.10

5,777.00 8.55 210.36 5,775.88 -64.93 -44.86 78.54 8.92 8.67 16.97
5,807.00 11.38 213.35 5,805.42 -69.33 -47.61 83.68 9.59 9.43 9.97
5,837.00 14.88 213.22 5,834.64 -75.03 -51.35 90.44 11.67 11.67 -0.43

5,867.00 18.50 213.35 5,863.37 -82.23 -56.08 98.99 12.07 12.07 0.43
5,884.00 20.06 213.47 5,879.41 -86.91 -59.17 104.57 9.18 9.18 0.71
5,894.00 21.44 212.97 5,888.76 -89.88 -61.11 108.08 13.91 13.80 -5.00

5,904.00 22.50 212.85 5,898.04 -93.02 -63.14 111.79 10.61 10.60 -1.20

5/26/2011 8:55:37AM Page 3 REOBWE 3.21 Build 40
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MWFIELD Weatherford International Ltd
Survey Report Weatherfont

Company: NEWFIELDEXPLORATIONCO. Local Co-ordinate Reference: Well GMB3-36-8-154
Project: DUCHESNE COUNTY,UT TVDRefemnce: WELL@5800.00ft (CAPSTAR329)
Site: GMB 3-36-8-15H MDReference: WELL@5800.00ft (CAPSTAR329)
Well: GMB 3-36-8-15H North Reference: True
Wellbore: GMB 3-36-8-15H Survey Calculation Method Minimum Curvature
Design: GMB 3-36-8-15H Database: EDM2003.21 Single User Db

Survey

Measured Vertical Vertica Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +Ef-W Section Rate Rate Rate

(ft) (*) (ft) (ft) (ft) (ft) (°I100ft) ( l100ft) (*I100ft)

5,919.00 24.00 213.10 5,911.82 -97.98 -66.37 117.67 10.02 10.00 1.67
5,929.00 25.25 213.60 5,920.91 -101.46

,
-68.66 121.80 12.67 12.50 5.00

5,939.00 26.31 213.85 5,929.91 -105.08 -71.07 126.13 10.66 10.60 2.50
5,949.00 27.50 214.47 5,938.83 -108,82 -73.61 130.63 12.23 11.90 6.20
5,964.00 29.19 214.60 5,952.03 -114.69 -77.65 137.71 11.27 11.27 0.87
5,974.00 30.31 214.72 5,960.71 -118.77 -80.47 142.65 11.22 11.20 1.20
5,984.00 31.38 215.22 5,969.30 -122.97 -83.41 147.76 11.00 10.70 5.00
6,010.00 34.00 216.10 5,991.18 -134.38 -91.60 161.75 10.24 10.08 3.38
6,020.00 35.06 215.97 5,999.42 -138.96 -94.93 167.40 10.63 10.60 -1.30

6,030.00 36.00 216.10 6,007.56 -143.66 -98.35 173.20 9.43 9.40 1.30
6,055.00 38.38 217.22 6,027.47 -155.78 -107.38 188.28 9.90 9.52 4.48
6,080.00 41.06 217.97 6,046.70 -168.44 -117.13 204.24 10.89 10.72 3.00
6,105.00 43.81 218.35 6,065.15 -181.70 -127.55 221.09 11.05 11.00 1.52

6,130.00 45.31 218.35 6,082.96 -195.45 -138.43 238.63 6.00 6.00 0.00
6,146.00 45.88 218.35 6,094.16 -204.42 -145.52 250.05 3.56 3.56 0.00
6,155.00 46.56 218.35 6,100.38 -209.51 -149.56 256.54 7.56 7,56 0.00
6,185.00 48.65 217.99 6,120.61 -226.93 -163.25 278.68 7.02 6.97 -1.20

6,215.00 50.72 219.21 6,140.02 -244.81 -177.52 301.55 7.56 6.90 4.07

6,245.00 54.43 220.34 6,158.25 -263.11 -192.76 325.37 12.72 12.37 3.77
6,275.00 57.35 222.96 6,175.07 -281.66 -209.27 350.19 12.12 9,73 8.73
6,305.00 61.88 224.47 6,190.24 -300.35 -227.16 376.02 15.71 15,10 5.03
6,335.00 66.31 224.72 6,203.34 -319.56 -246.10 402.92 14.79 14,77 0.83
6,365,00 70.06 224.97 6,214.49 -339.31 -265,74 430.67 12.52 12.50 0.83
6,395.00 72.56 223.85 6,224.10 -359.61 -285.62 459.01 9.05 8,33 -3.73

6,425.00 73.56 221.85 6,232.85 -380.64 -305.14 487.68 7.20 3.33 -6.67

6,455.00 76.00 221.22 6,240.72 -402.31 -324.33 516.62 8.38 8,13 -2.10

6,485.00 80.00 219.97 6,246.96 -424.59 -343.42 545.95 13.94 13,33 -4.17

6,500.00 82.00 219.72 6,249.30 -435.97 -352,91 560.77 13.43 13.33 -1.67

6,515.00 82.94 219,60 6,251.27 -447.41 -362.40 575.64 6.32 6.27 -0.80

6,525.00 83.69 219.85 6,252.43 -455.05 -368.75 585.57 7.90 7,50 2.50
6,535.00 85.13 220.22 6,253.41 -462.67 -375.15 595.52 14.86 14.40 3.70
6,568.00 89.51 219.56 6,254.95 -487.96 -396.28 628.48 13.42 13.27 -2.00

6,613.00 90.93 219.28 6,254.78 -522.72 -424,86 673.47 3.22 3.16 -0.62

6,658.00 90.12 218,59 6,254.37 -557.72 -453.14 718.46 2.36 -1.80 -1.53

6,704.00 91.85 218,27 6,253,57 -593.75 -481.72 764.43 3.82 3.76 -0.70

6,749.00 90.43 217,93 6,252,68 -629.15 -509.48 809.38 3.24 -3.16 -0.76

6,794.00 92.34 219.86 6,251.59 -664.16¾-537.73 854.35 6.03 4.24 4.29
6,839.00 91.73 224.03 6,249.99 -697.61 -567.78 899.30 9.36 -1.36 9.27
6,885.00 92.47 225.41 Ó,248.31 -730.27 -600.12 945.12 3.40 1.61 3.00
6,930.00 91.66 226.35 6,246.69 -761.57 -632.41 989.87 2.76 -1.80 2.09
6,975.00 92.41 226.80 6,245.09 -792.49 -665.07 1,034.57 1.94 1.67 1.00
7,021.00 91.85 227.22 6,243.38 -823.83 -698.69 1,080.22 1.52 -1.22 0.91
7,066.00 91.73 226.80 6,241.97 -854.50 -731.59 1,124.88 0.97 -0.27 -0.93

7,112.00 92.28 225.36 6,240.36 -886.39 -764.71 1,170.61 3.35 1.20 -3.13

7,157.00 91.66 223.63 6,238.82 -918.47 -796.22 1,215.46 4.08 -1.38 -3.84

7,202.00 92.04 223.00 6,237.36 -951.19 -827.08 1,260.37 1.63 0.84 -1.40

7,247.00 91.66 221.77 6,235.91 -984.41 -857.40 1,305.32 2.86 -0.84 -2.73

7,293.00 92.22 220.03 6,234.35 -1,019.16
-887.50 1,351.28 3.97 1.22 -3.78

7,338.00 92.28 218.25 6,232.59 -1,054.03
-915.88 1,396.24 3.95 0.13 -3.96

7,383.00 92.59 216.98 6,230.67 -1,089.65
-943.32 1,441.15 2.90 0.69 -2.82

7,429.00 92.96 216.01 6,228.45 -1,126.58
-970.65 1,487.00 2.25 0.80 -2.11

7,474.00 90.55 214.53 6,227.07 -1,163.30
-996.61 1,531.80 6.28 -5.36 -3.29

7,519.00 90.00 213.29 6,226.85 -1,200.65 -1,021.72 1,576.53 3.01 -1.22 -2.76

7,565.00 92.71 213.74 6,225.77 -1,238.98 -1,047.11 1,622.20 5.97 5.89



WWIE Weatherford International Ltd.
Survey Rep°" Weatherford'

Company: NEWFIELDEXPLORATIONCO. LocalCo-ordinate Reference: Well GMB 3-36-8-15H

Project: DUCHESNE COUNTY, UT TVDReference: WELL@5800.00ft (CAPSTAR 329)
Site: GMB 3-36-8-15H MDReference: WELL @5800.00ft (CAPSTAR 329)
Well: GMB3-36-8-15H North Réference: True
Wellbore GMB 3-36-8-15H Survey Calculatior Methoci MinimumCurvature
Design: GMB 3-36-8-15H Database: EDM2003.21 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (*) (•) (ft) (ft) (ft) (ft) (°If00ft) (°I100ft) (*Ii00ft)

7,610.00 93.51 212.69 6,223.32 -1,276.58 -1,071.72 1,666.79 2.93 1.78 -2.33

7,655.00 91.48 209.79 6,221.36, -1,315.01 -1,095.03 1,711.19 7.86 -4.51
-6.44,

7,701.00 90.93 207.78 6,220.40 -1,355.31 -1,117.18 1,756.26 4.53 -1.20 -4.37

7,746.00 91.73 205.79 6,219.35 -1,395.47 -1,137.45 1,800.01 4.77 1.78 -4.42

7,792.00 91.30 204.07 6,218.14 -1,437.17 -1,156.83 1,844.36 3.85 -0.93 -3.74

7,837.00 91.54 202.63 6,217.02 -1,478.47 -1,174.66 1,887.41 3.24 0.53 -3.20

7,882.00 92.34 201.12 6,215.50 -1,520.21 -1,191.42 1,930.09 3.80 1.78 -3.36

7,928.00 92.72 199.72 6,213.47 -1,563.27 -1,207.45 1,973.32 3.15 0.83 -3.04

7,973.00 91.85 199.23 6,211.67 -1,605.66 -1,222.44 2,015.37 2.22 -1.93 -1.09

8,018.00 91.30 197.92 6,210.44 -1,648.30 -1,236.77 2,057.17 3.16 -1.22 -2.91

8,063.00 91.67 196.09 6,209.27 -1,691.32 -1,249.93 2,098.51 4.15 0.82 -4.07

8,109.00 92.04 193.78 6,207.78 -1,735.74 -1,261.77 2,140.07 5.08 0.80 -5.02

8,154.00 91.17 192.19 6,206.52 -1,779.57 -1,271.88 2,180.06 4.03 -1.93 -3.53

8,199.00 91.55 191.51 6,205.45 -1,823.60 -1,281.12 2,219.64 1.73 0.84 -1.51

8,245.00 91.79 191.89 6,204.11 -1,868.62 -1,290.44 2,260.03 0.98 0.52 0.83
8,290.00 90.99 191.21 6,203.02 -1,912.70 -1,299.45 2,299.50 2.33 -1.78 -1.51

8,336.00 91.23 190.82 6,202.13 -1,957.84 -1,308.24 2,339.64 1.00 0.52 -0.85

8,381.00 92.10 191.00 6,200.82 -2,002.01 -1,316.75 2,378.85 1.97 1.93 0.40
8,426.00 92.59 191.64 6,198.98 -2,046.09 -1,325.58 2,418.21 1.79 1.09 1.42

8,472.00 91.48 191.53 6,197.35 -2,091.13 -1,334.81 2,458.55 2.42 -2.41 -0.24

8,517.00 91.61 190.62 6,196.13 -2,135.27 -1,343.45 2,497.84 2.04 0.29 -2.02

8,562.00 92.09 190.77 6,194.68 -2,179.47 -1,351.80 2,536.96 1.12 1.07 0.33
8,608.00 91.48 189.56 6,193.25 -2,224.72 -1,359.91 2,576.75 2.94 -1.33 -2.63

8,653.00 91.73 188.25 6,191.99 -2,269.16 -1,366.87 2,615.18 2.96 0.56 -2.91

8,698.00 90.74 185.56 6,191.02 -2,313.82 -1,372.28 2,652.76 6.37 -2.20 -5.98

8,744.00 93.64 186.77 6,189.26 -2,359.52 -1,377.22 2,690.83 6.83 6.30 2.63
8,789.00 91.97 185.99 6,187.06 -2,404.18 -1,382.21 2,728.16 4.10 -3.71 -1.73

8,834.00 91.79 183.41 6,185.58 -2,449.00 -1,385.89 2,764.75 5.74 -0.40 -5.73

8,880.00 91.42 181.70 6,184.29 -2,494.94 -1,387.94 2,801.14 3.80 -0.80 -3.72

8,925.00 92.29 183.46 6,182.84 -2,539.87 -1,389.97 2,836.75 4.36 1.93 3.91
8,970.00 91.41 183.54 6,181.38 -2,584.76 -1,392.71 2,872.79 1.96 -1.96 0.18
9,016.00 91.85 183.37 6,180.07 -2,630.66 -1,395.49 2,909.62 1.03 0.96 -0.37

9,061.00 91.66 182.33 6,178.70 -2,675.58 -1,397.72 2,945.36 2.35 -0.42 -2.31

9,106.00 91.36 182.09 6,177.51 -2,720.53 -1,399.46 2,980.79 0.85 -0.67 -0.53

9,152.00 91.48 183.24 6,176.37 -2,766.46 -1,401.59 3,017.24 2.51 0.26 2.50
9,197.00 91.79 183.42 6,175.09 -2,811.37 -1,404.21 3,053.21 0.80 0.69 0.40
9,242.00 90.92 183.66 6,174.02 -2,856.27 -1,406.99 3,089.28 2.01 -1.93 0.53
9,271.00 90.43 183.78 6,173.68 -2,885.21 -1,408.87 3,112.59 1.74 -1.69 0.41
9,316.00 91.48 184.19 6,172.93 -2,930.09 -1,411.99 3,148.87 2.50 2.33 0.91
9,361.00 91.97 183.74 6,171.58 -2,974.96 -1,415.10 3,185.14 1.48 1.09 -1.00

9,407.00 91.91 181.86 6,170.02 -3,020.88 -1,417.35 3,221.64 4.09 -0.13 -4.09

9,453.00 91.97 182.36 6,168.46 -3,066.82 -1,419.04 3,257.81 1.09 0.13 1.09
9,498.00 91.42 182.90 6,167.13 -3,111.76 -1,421.11 3,293.44 1.71 -1.22 1.20
9,543.00 90.62 184.77 6,166.33 -3,156.65 -1,424.12 3,329.65 4.52 -1.78 4.16

9,589.00 91.97 189.20 6,165.29 -3,202.28 -1,429.71 3,368.10 10.07 2.93 9.63
9,634.00 91.92 190.67 6,163.76 -3,246.58 -1,437.47 3,406.93 3.27 -0.11 3.27
9,679.00 92.03 191.47 6,162.21 -3,290.71 -1,446.10 3,446.20 1.79 0.24 1.78
9,725.00 91.17 192.77 6,160.93 -3,335.67 -1,455.75 3,486.76 3.39 -1.87 2.83
9,770.00 91.73 193.05 6,159.79 -3,379.52 -1,465.81 3,526.72 1.39 1.24 0.62

9,815.00 91.29 194.66 6,158.60 -3,423.19 -1,476.58 3,567.02 3.71 -0.98 3.58
9,861.00 91.15 196.41 6,157.62 -3,467.50 -1,488.89 3,608.80 3.82 -0.30 3.80
9,906.00 92.34 200.22 6,156.25 -3,510.19 -1,503.02 3,650.52 8.87 2.64 8.47
9,951.00 91.60 202.19 6,154.70 -3,552.12 -1,519.29 3,693.03 4.67 -1.64 4.38
9,997.00 93.27 203.56 6,152.75 -3,594.46 -1,537.15 3,736.89 4.69 3.63 98 i

NdCOVED '
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WWFIELD Weatherford International Ltd.
Survey Report Waalberfonr

Company: NEWFIELD EXPLORATION CO. Local Co-ordinate Reference: Well GMB 3-36-8-15H

Project: DUCHESNE COUNTY,UT TVD Reference: WELL@5800.00ft (CAPSTAR329)
Site: GMB3-36-8-15H MD Reference: WELL@5800.00ft (CAPSTAR329)
Well: GMB 3-36-8-15H North Réference: True
Wellbore: GMB 3-36-8-15H Survey Calculation Method: MinimumCurvature
Design: GMB3-36-8-15H Database EDM2003.21 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (*Ii00ft) (°I100ft) ( l100ft)

10,042.00 91.73 201.65 6,150.79 -3,635.96 -1,554.43 3,779.74 5.45 -3.42 -4.24

10,087.00 92.47 201.26 6,149.14 -3,677.81 -1,570.88 3,822.31 1.86 ,1.64
-0.87

10,133.00 91.06 201.70 6,147.72 -3,720.60 -1,587.72 3,865.85 3.21 -3.07 0.96
10,178.00 93.08 204.07 6,146.10 -3,762.02 -1,605.20 3,908.77 6.92 4.49 5.27
10,223.00 91.36 204.91 6,144.35 -3,802.94 -1,623.84 3,952.04 4.25 -3.82 1.87
10,269.00 92.22 205.17 6,142.92 -3,844.60 -1,643.30 3,996.41 1.95 1.87 0.57
10,314.00 92.53 206.50 6,141.05 -3,885.06 -1,662.90 4,039.96 3.03 0.69 2.96
10,359.00 92.35 205.48 6,139.13 -3,925.48 -1,682.60 4,083.54 2.30 -0.40 -2.27

10,405.00 92.22 203.47 6,137.30 -3,967.31 -1,701.64 4,127.77 4.38 -0.28 -4.37

10,450.00 92.47 204.05 6,135.46 -4,008.46 -1,719.75 4,170.89 1.40 0.56 1.29

10,495.00 92.59 205.96 6,133.47 -4,049.20 -1,738.76 4,214.26 4.25 0.27 4.24
10,541.00 92.65 205.19 6,131.37 -4,090.65 -1,758.59 4,258.72 1.68 0.13 -1.67

10,586.00 92.59 206.63 6,129.31 -4,131.08 -1,778.23 4,302.27 3.20 -0.13 3.20
10,631.00 92.40 205.90 6,127.35 -4,171.40 -1,798.13 4,345.90 1.67 -0.42 -1.62

10,677.00 92.73 204.69 6,125.30 -4,212.94 -1,817.76 4,390.30 2.72 0.72 -2.63

10,722.00 92.10 202.87 6,123.40 -4,254.09 -1,835.89 4,433.41 4.28 -1.40 -4.04

10,767.00 92.77 200.56 6,121.49 -4,295.85 -1,852.53 4,476.04 5.34 1.49 -5.13

LAST SVY
10,784.00 93.08 199.86 6,120.62 -4,311.78 -1,858.39 4,491.99 4.50 1.82 -4.12

PROJ SVY - PBHL GMB 3-36-8-15H
10,844.00 93.08 199.86 6,117.40 -4,368.13 -1,878.74 4,548.16 0.00 0.00 0.00

Design Targets

Target Name
- hitimiss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
-Shape (*) (*) (ft) (ft) (ft) (ft) (11) Latitude Longitude

PBHL GMB 3-36-8-15 0.00 0.00 6,116.50 -4,385.08 -1,924.00 7,196,014.28 2,007,260.62 40° 4' 3.151 N 110° 11' 20.919 W
- survey misses targetcenter by 48.33ft at 10844.00ft MD (6117.40 TVD, -4368.13 N, -1878.74 E)
- Point

Survey Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W

(ft) (ft) (ft) (ft) Comment
,

10,784.00 6,120.62 -4,311.78 -1,858.39 LASTSVY
,

10,844.00 6,117.40 -4,368.13 -1,878.74 PROJ SVY

Checked By: Approved By: Date:

RECEIVED
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Daily Activity Report

Format For Sundry

GREATER MB 3-36-8-15H
11/1/2010To3/28/2011

GREATER MB 3-36-8-15H Waiting on Cement
Date: 12/30/2010
Ross #21 at 508. Days Since Spud - On 12/26/10 Ross Rig # 21 spud GMBU 3-36-9-15H,
drilled 510' of 12 1/4" hole and ran 12 jts of - 8 5/8" csg (guideshoe, shoe jt, baffle plate,11
jts) set @ 507.6' KB. On 12/29/10 BJ services - bleed pressure to 250 psi and shut in cmtg
head - w/ yield of 1.17 cf/sk¿return 5 bbis good cmt to pit, FCP 200 psi bump plug to 600 psi

- cemented 8 5/8" csg w/ 260 sx Class G cmt w/ 2% CC, 1/4 pps Cello flake¿mixed @ 15.8
ppg . .

Daily Cost: $0
Cumulative Cost: $28,773

GREATER MB 3-36-8-15H Rig Repair
Date: 1/2/2011
Capstar #329 at 508. O Days Since Spud - Rig up¿inspect bha & rebuild power swivel - Move
Capstar #329 from UT 11-27-4-3, set equipt, & rig up with trucks - Rig down prep for trucks -

Rig repair¿rebuild power swivel
Daily Cost: $0
Cumulative Cost: $81,300

GREATER MB 3-36-8-15H Drill 7 7/8" hole with salt water
Date: 1/3/2011
Capstar #329 at 2456. 1 Days Since Spud - Thaw pit lines and prime reserve pit transfer
pumps - Trip work BHA¿P/U Bit, Mud motro, NMDC, MWD tools, and scribe - TIH - Install
rotating head and hook up kelly hose - Flow line plugged with ice¿thaw flow line - Tag cmt @
460'¿Drill cmt & float equipt. 460'-508' - Drill 7 7/8" hole 508' - 2456'¿(1948') @ 205 fph, 20k
wob, 140 mm + 60 rot=200 trpm, 900 psi pump p - Install Wear Bushing in 11" 5K
head¿packing nuts frozen steamed to thaw - Test Hydrill to 250 low & 2000 high, Test casing
to 1500 psi¿All equipt tested - Test Choke line, Choke Manifold, Lower Kelly cock, & safety
valve to 250 psi low & 2000 psi high - Rig repair¿rebuild power swivel - Pressure Test
BOP¿Test Blind & Pipe rams to 250 psi low & 2000 psi high
Daily Cost: $0
Cumulative Cost: $113,652

GREATER MB 3-36-8-15H Drill 7 7/8" hole with salt water
Date: 1/4/2011
Capstar #329 at 5221. 2 Days Since Spud - Rig service - trouble shoot MWD¿multiple resyncs
and troubleshooting during drilling from 3408'-3544' - Drill 7 7/8" hole 3771' - 5221'¿(1450')
@ 121 fph, 24k wob, 140 mm + 60 rot=200 trpm, 1200 psi pump - Drill 7 7/8" hole 2456' -

3771'¿(1315') @ 125 fph, 18k wob, 140 mm + 60 rot=200 trpm, 1000 psi pu?!ECElvED
Daily Cost: $0
Cumulative Cost: $174,586 Q¶

GREATER MB 3-36-8-15H Circulate
ocn

iti H
Date: 1/5/2011
Capstar #329 at 5714. 3 Days Since Spud - trip¿make up directional bha and scribe tools -

TIH loading racks and strap while tripping in - Troubleshoot MWD tool - Cut drilling line and

http://www.inewfld.com/denver/SumActRpt.asp?RC=249091&API=4301334232&MinDa...
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weld on pit door - Troubleshoot MWD¿unable to send signal to tool move ground stakes - Circ
hole clean¿pump high vis sweep & circulate out - Drill 7 7/8" hole 5584' - 5714'¿(130') @ 87
fph, 24k wob, 140 mm + 60 rot=200 trpm, 1200 psi pump - Rig Service - Drill 7 7/8" hole
5221' - 5584'¿(363') @ 81 fph, 24k wob, 140 mm + 60 rot=200 trpm, 1200 psi pump - TOOH
to pick up Build/Curve BHA
Daily Cost: $0
Cumulative Cost: $254,206

GREATER MB 3-36-8-15H Drilling curve
Date: 1/6/2011
Capstar #329 at 6205. 4 Days Since Spud - Troubleshoot MWD¿unable to send signal to tool
move ground stakes - Troubleshoot Pason Auto driller - Drill Curve 5714' - 6205'¿(491') @

. 22.83 fph¿slide 421'
_

rot 70' survey 6155' 46.56 azi 218
Daily Cost: $0
Cumulative Cost: $286,319

GREATER MB 3-36-8-15H Drilling curve
Date: 1/7/2011
Capstar #329 at 6585. 5 Days Since Spud - Circ./Cond. Hole for trip out - Trip out to top of
curve tight spots in several spots W&R back to bottom of curve - Circ./Cond. Hole for trip -

Drlg curve 6330' - 6585' - Service rig - Drlg. Curve 6205' - 6330', 125' @ 22.72 fph, all slide -

TOH to PU lateral Ass'y
Daily Cost: $0
Cumulative Cost: $314,277

GREATER MB 3-36-8-15H Drilling lateral
Date: 1/8/2011
Capstar #329 at 6808. 6 Days Since Spud - pull rotating head & LDBHA - Drlg. 6736' - 6808',
72' @ 28.8 fph, gpm 250, rop 30, Mtr. 127 = 157, slide 12', rot. 60' - Trouble shoot MWD tool
- Drlg. 6585' - 6736', 151' @ 37.75 fph, gpm 250, rop 30, Mtr. 127 = 157, slide 39', rot. 112'
- Log F/ 6350' - 6585' - TIH - Hook up kelly hose & test tools - Program LWD tool & install
Radioactive sources - MU bit,Mtr. Scrib,tools - Strap BHA - Service rig - LDDT & bit - TOH
Daily Cost: $0
Cumulative Cost: $367,322

GREATER MB 3-36-8-15H Drilling lateral
Date: 1/9/2011
Capstar #329 at 7032. 7 Days Since Spud - Drlg. 6937' - 7035', 98' @ 21.77 fph, gpm 250,
rop 60, Mtr. 127 = 187, slide ', rot. '

- Trouble shoot MWD - Drlg. 6894' - 6937', 43' @ 21.5
fph, gpm 250, rop 60, Mtr. 127 = 187, slide ', rot. '

- Circ./Cond. Hole for trip - Pump slug &
brake off kelly hose - POOH to check BHA Mtr was coming apart @ the adjustable point
(pulled slick) - PJSM with Weatherford LWD unload sources LD LWD tool, bit Mtr. PU new Mtr.
Bit scribe test program - LWD tool Reload sources & test - TIH - Drlg. 6808' - 6894', 86' @ 43
fph, gpm 250, rop 60, Mtr. 127 = 187, slide ', rot. 60' - Service rig RECEIVEDDaily Cost: $0
Cumulative Cost: $403,795

GREATER MB 3-36-8-15H Drilling ÏÈeral
Date: 1/10/2011

Capstar #329 at 7690. 8 Days Since Spud - Service Rig - Drlg. 7035' - 7234', 199' @ 33.16
fph, gpm 250, rop 60, Mtr. 127 = 187, slide ', rot. '

- TIH Wash last 2 joints to bottom for

htto://www.inewfld.com/denver/SumActRnt asn?R C=249091& APT--4301134737&MinTM
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percaution - Drlg. 7234' - 7690,, 456' @ 30.4 fph, gpm 250, rop 60, Mtr. 127 = 187, slide ',
rot. '

Daily Cost: $0
Cumulative Cost: $450,658

GREATER MB 3-36-8-15H Drilling lateral
Date: 1/11/2011
Capstar #329 at 8077. 9 Days Since Spud - Drlg. 7670 - 7851, 181' @ 20.11 fph, gpm 250,
rpm 60, Mtr. 127 = 187, slide ', rot. '

- Drlg. 7851 - 7867', 16' @ 32 fph, gpm 250, rpm 60,
Mtr. 127 = 187, slide ', rot. '

- Change out Pason screens - Drlg. 7867' - 8077,, 210' @ 15.55
fph, gpm 250, rpm 60, Mtr. 127 = 187, slide ', rot. '

- Service Rig
Daily Cost: $0
Cumulative Cost: $491,299 . .

GREATER MB 3-36-8-15H Drilling lateral
Date: 1/12/2011
Capstar #329 at 9055. 10 Days Since Spud - Drlg. 8430' - 9055', 625' @ 41.66 fph, gpm 250,
rpm 60, Mtr. 127 = 187, slide ', rot. '

- Service Rig - Drlg. 8018' - 8430', 412' @ 48.47 fph,
gpm 250, rpm 60, Mtr. 127 = 187, slide ', rot. '

Daily Cost: $0
Cumulative Cost: $550,788

GREATER MB 3-36-8-15H TIH
Date: 1/13/2011
Capstar #329 at 9311. 11 Days Since Spud - Pump slug & POOH (Slick) - Drlg. 9055' - 9240',
185' @ 23.12 fph, gpm 250, rpm 60, Mtr. 127 = 187, slide ', rot. '

- install source & TIH -

Circ./Cond hole for Trip Circ. 3 BU stand back a stand each BU - Drlg. 9240' - 9311', 71' @
20.28 fph, gpm 250, rpm 60, Mtr. 127 = 187, slide ', rot. '

- Service rig - PJSM W/
Weatherford LWD hands to LD remove sources LD bit Mtr._ MU new Mtr., Bit, scribe tools
Daily Cost: $0
Cumulative Cost: $587,357

GREATER MB 3-36-8-15H TIH
Date: 1/14/2011
Capstar #329 at 9468. 12 Days Since Spud - Walt on LWD to down link - PU Dirc. Tools Scribe
- Install sources & porgram tool - MU kelly hose to tst tools pressured up - LDT check for plug
did not find eny thing must have been froze - PU Dirc. Tools Scribe - Install sources &
porgram tool & test tools Test good - TIH Brake Circ. @ 4000', 5600', 7000' - Brake 9131'
Wash to bottom for precaution - Drlg. 9311' - 9468', 157' @ 39.25 fph, gpm 250, rpm 60,
Mtr. 127 = 187, slide ', rot. '

- Adjust boom prepair to POOH - POOH to check BHA & Mtr.
Daily Cost: $0
Cumulative Cost: $624,971

GREATER MB 3-36-8-15H TIH
Date: 1/15/2011
Capstar #329 at 9745. 13 Days Since Spud - POOH for Mtr. Failure - Check out Dirc Tools
pump on Mtr. Was lock up, LD tools - Weatherford MU new LWD tool - PU new Mtr.& scribe -

Drlg. 9468' - 9745', 277' @ 26.38 fph, gpm 250, rpm 60, Mtr. 115 = 175, slide ', rot. '
- test

Dirc. Tools test good - TIH brake circ. @ 2500',5600',7000' (Slick) - W&R t f,*EÑED
precaution no fill - PJSM & install scurces
Daily Cost: $0

littn•//www.inewfld enm/denver/Rnm ActRnt men9RC=940DO1Rr APT-JAA122A919RrM°nTM 2/91 /901
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Cumulative Cost: $749,314

GREATER MB 3-36-8-15H TOOH
Date: 1/16/2011
Capstar #329 at 10275. 14 Days Since Spud - (KOP 5714' - EOB 6585' - LOL 3160') - Service
rig - Pump slug POOH for MWD - Circ. Cond hole for trip MWD - (KOP 5714' - EOB 6585' - LOL
3160')
Daily Cost: $0
Cumulative Cost: $786,850

GREATER MB 3-36-8-15H TOOH
Date: 1/17/2011

,

Capstar #329 at 10385. 15 Days Since Spud - POOH for MWD Tool - pull sources & LD Dirc.
Tools - Program new MWD Dirc. Tools - Rig service - Change out brake bands - Drlg. 10275 -

10385', 110' @ 36.66fph,gpm 259, rpm 60 Mtr. 115 = 175 slide , Rot - change float in MM -

PJSM install sources & Program tool - Hook up kelly hose & test Dirc. tools (Test good) - TIH -

Wash F/9321' - 10275' pipe did not want to slide in hole_Relog F/ 10250' -10275' - MU Scribe
new BHA
Daily Cost: $0
Cumulative Cost: $827,621

GREATER MB 3-36-8-15H TOOH
Date: 1/18/2011
Capstar #329 at 10844. 16 Days Since Spud - Drlg. 10385' - 10605', 220' @ 36.66 fph,gpm
259, rpm 60 Mtr. 115 = 175 slide , Rot - Service rig - Drlg. 10605' - 10844', 239' @ 59.75
fph,gpm 259, rpm 60 Mtr. 115 = 175 slide , Rot (TD Well @ 10844' - POOH - Pump slug &
POOH - Fix lower pin on boom ram - Circ./Cond.
Daily Cost: $0
Cumulative Cost: $933,849

GREATER MB 3-36-8-15H TOOH
Date: 1/19/2011
Capstar #329 at 10844. 17 Days Since Spud - LDDT - PJSM W? Weatherford & BJ pump truck
on running log's - RU Ioggers - POOH @ 15' per minuet present depth 6900' - Pull 3 joints RU
BJ pump truck Drop tool shear pins for logging tool psi to shear pins Primary 1469 - psi
secondary 1979 psi tool set - TIH with log's Brake Circ. Every 3000' Logs went to bottom last
500'-200' SO 30K 200' to B 10-25K SO
Daily Cost: $0
Cumulative Cost: $1,000,988

GREATER MB 3-36-8-15H Rig Repair
Date: 1/20/2011
Capstar #329 at 10844. 18 Days Since Spud - Log thru drillpipe..POOH w/ logs @ 15 ft/min to
5700'¿50 ft/min to surface - Lay down logging tools - Rig up Open hole loggers - Log verticle
portion of well - Rig Service - Rig repair¿change out power swivel control - Make up bit, bit
sub, 1 jt of 4" drillpipe, x/o's, 6" reamer, and TIH - Hook up kelly hose and break circulation -

TIH - Load rack and SLM pipe - TIH - Cut drilling line
Daily Cost: $0 RECE1VED
Cumulative Cost: $1,122,141

http://www.inewfld.com/denver/SumActRot.aso?RC=249091&API=4301334232&MinTM
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GREATER MB 3-36-8-15H TOOH
Date: 1/21/2011
Capstar #329 at 10844. 19 Days Since Spud - Rig repair¿swivel control valve - TIH to 6 1/8"
lateral - Wash / Ream from 6585' - 10844'¿from 10730' - 10844' torque increased from 7400
ft/lbs to 8700 ft/lb - & S/O weigt from 100k - 80K...no other significant high torque or drag
spots thruout wellbore - Circ & condition¿pump high vis sweep and circulate out - TOOH to run
casing - TIH...Slide in the hole tag @ 10,750' - Wash / Ream from 10,750' - 10,795'¿work
thru multiple times until clean¿ - ...Slide in hole from 10,750' - 10,841' with slack off weight
@ 50K¿ - Circ & Cond¿pump high vis sweep and circ out¿circ hole clean - Circ...Spot lubricant
pill throughout lateral & pump slug - POOH w/ 95 jts back to the end of curve (+/- 6550')
Daily Cost: $0
Cumulative Cost: $1,141,756

GREATER MB 3-36-8-15H nipple down
Date: 1/22/2011
Capstar #329 at 10844. 20 Days Since Spud - TOOH Iaydown bit, bs, & reamers - Nipple
down stack and install wellhead cap - Rig up to run casing and hold PJSM - Run 79 jts of 4
1/2" 11.6# N-80 csg, Toe circ sub, Dual Hydraulic FracPort, RockSeal llS Anchor/Pack - 12-
RockSeal II Packers, 2.000" Drillable Frac Port, 2.125" Drillable FracPort, 2.250" Drillable FP -

2.375" Drillable FracPort, 2.500" Drillable FracPort, 2.625" Drillable FracPort, 2.750" Drillable
FP - 2.875" Drillable FracPort, 3.000" Drillable FracPort, 3.125" Drillable FracPort, 3.250"
Drillable FP - Chang out spear, slips, move excess 4 1/2", and prep to run 5 1/2" csg - Pick up
and make up 4 1/2" x 5 1/2" crossover and run 32 jts of 5 1/2" 17# M80 csg, - Rockseal IIS
Anchor/Packer, RockSeal Il packer, & Mechanical Port Collar to 5684' - Rig up BJ pump truck,
pressure test lines, and break circulation¿circ estab with 2 bbis pmpd @ 1 bpm - w/ 250 psi ,

pump additional 18 bbis @ 2 bpm w/ 270 psi pump pressure - Run 121 jts of 5 1/2" 17# M80
csg, landing mandell and 3' PJ to 10806'¿land csg in head with 17' LJ - Rig up BJ pump truck,
hold PJSM, pump 75 bbis of 2% KCL ahead @ 3 bpm , drop balls, - pump additional 180 bbis
@ 3 bpm to seat balI¿bring pressure up to 1500 psi and hold for 2 min, - raise pressure to
2500 psi and hold for 15 min, raise pressure up to 3000 psi and hold for 30 min - Rig down BJ
pump truck - Pull wear bushing Finalized
Daily Cost: $0
Cumulative Cost: $1,269,608

Pertinent Files: Go to File List

RECENED

http://www.inewfld.com/denver/SumActRot.asp?RC=249091&API=4301334232&MinDa...
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